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Preface

The 13th International Conference on Sustainability and Energy in Buildings 2021
(SEB-21) is a major international conference organized by a partnership made up
of KES International and The Sustainable and Resilient Built Environment group,
Cardiff Metropolitan University.

SEB-21 invited contributions on a range of topics related to sustainable buildings
and renewable energy and explored innovative themes regarding building adaptation
responding to climate change.

The aim of the conference was to bring together university researchers, govern-
ment and scientific experts and industry professionals to discuss the minimization of
energy use and associated carbon emissions in buildings, neighbourhoods and cities,
from a theoretical, practical, implementation and simulation perspective. The confer-
ence formed an exciting chance to present, interact and learn about the latest research
and practical developments on the subject. This is the second time that SEB-21 had
held virtually, and this has been made necessary because of the ongoing COVID-19
pandemic which has swept the world.

The conference featured two general tracks chaired by experts in the fields:

e Sustainable and Resilient Buildings
e Sustainable Energy Technologies.

In addition, there were seventeen Invited sessions proposed and organised by
prominent researchers.

It is important that a conference provides high-quality talks from leading-edge
presenters. SEB-21 featured two keynote speakers: Dr. Clayton Miller, National
University of Singapore, Singapore, and Prof. Liz Varga, University College London
(UCL), UK.

The conference attracted submissions from around the world. Submissions for
the full-paper track were subjected to a two-stage blind peer review process. With
the objective of producing a high-quality conference, only the best of these were
selected for presentation at the conference and publication in Springer as chapters.
Submissions for the short paper track were subjected to a ‘lighter-touch’ review and
published in an online medium, but not in Springer book.
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Thanks are due to the very many people who have given their time and goodwill
freely to make SEB-21 a success. We would like to thank the members of the Inter-
national Programme Committee who were essential in providing their reviews of the
conference papers, ensuring appropriate quality. We thank the high-profile keynote
speakers for providing interesting talks to inform delegates and provoke discussion.
Important contributors to the conference were made by the authors, presenters and
delegates without whom the conference could not have taken place, so we offer
them our thanks. Finally, we would like to thank the administrative staff of KES
International.

It is hoped that you find the conference an interesting, informative and useful

experience and remain connected through the KES International Virtual Conference
Experience.

Dr. John R. Littlewood
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Bournemouth University
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Examining the Deviation in Energy )
Saving Estimations Due to the Use oo
of the Degree Days Method

Ahmed Mokhtar

Abstract Energy performance contracts are commonly used to retrofit buildings
and reduce their energy consumption. The financial agreement in the contracts typi-
cally depends on calculating the amount of energy saved every year. This is difficult
to calculate as many aspects that impact a building’s energy consumption continu-
ously change, including the weather. The Degree Days method is commonly used
to help estimate the energy saving while the weather is changing. The Degree Days
can be calculated with a variety of base temperatures resulting in different values.
This paper is a first step in examining the significance of the deviation in energy
saving calculations when using this method. It also investigates if there is a more
appropriate base temperature to use for that purpose. Energy simulation with actual
annual weather data is used to make the investigation. Two different building types
and three different energy conservation measures are used. The results of this prelim-
inary investigation show that the deviation can be significant in some cases. They
also show the possibility that a particular base temperature for calculating the degree
days can give more accurate savings estimations. These can be very important results
for users of energy performance contracts.

1 Introduction

With the signing of the Paris Agreement on climate change, several countries initiated
programs to retrofit old buildings to reduce their energy consumption. In addition,
many owners see a financial benefit in improving the energy performance of their
buildings by reducing their energy bill. As a result, energy service companies (ESCO)
are offering various services to accommodate this market demand. An important part
of these services is the energy performance contract [1]. These are contracts that aim
to finance the retrofitting cost by using the savings in the energy consumption cost.
There are basically two common types of energy performance contracts between

A. Mokhtar ()
American University of Sharjah, 26666 Sharjah, United Arab Emirates
e-mail: mokhtar @aus.edu
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Fig. 1 Building energy consumption before and after retrofitting. a is actual consumption. b is
estimated consumption if there was no retrofitting. ¢ is the estimated saving in energy consumption

an owner and an ESCO. These are the Guaranteed Savings contract and the Shared
Savings contract. In a simplified way, the main difference between these two types
of contracts is in the financing of the retrofitting cost and in the calculations of the
savings. In a Guaranteed Savings contract, the owner finances the retrofitting cost
and pays the ESCO for their technical service. However, the payment is due only
when a certain level of energy consumption saving is achieved from the retrofitting.
In a Shared Savings contract, the ESCO finances the retrofitting costs in return for
a percentage of the saving in the consumption cost. In both types of contracts, the
saving in energy needs to be determined to process the payments according to the
contract.

The problem is that energy savings is not a measurable quantity. Rather, it is an
estimated one. Figure 1 illustrates this problem. What can be measured is the energy
consumption because it is metered. We can measure it before retrofitting and after
retrofitting. Line (A) shows this metered energy consumption. It is certainly easy to
assume that—if the retrofitting is not done—the building would have consumed the
same energy that we measured before its retrofitting. Hence, the difference between
what we measure before retrofitting (the part of line A before retrofitting) and what we
measure after retrofitting (the part of line A after retrofitting) is what is being saved.
Yet, this is not correct. Several factors affect the building which results in a variation in
energy consumption every year. These include changes in the schedule of the building
use or in the number of its occupants among many other factors. Therefore, we need to
establish an estimation of what would have been the building’s energy consumption
if it was not retrofitted. Line (B) in Fig. 1 shows an example of this estimation. Using
estimated energy consumption (B), and the metered energy consumption (A), we
can establish a more accurate estimation of the energy saving due to the retrofitting.
This will be the difference between (B) and (A) as represented by the area (C) in
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Fig. 1. As mentioned above, the estimation in savings has contractual and financial
implications for both parties involved in the energy performance contracts. The more
accurate the actual saving calculation is, the clearer are the contractual obligations
and the fairer is the distribution of saved money.

The challenge now is in estimating line (B) for a particular building reasonably
accurately. Several methods exist to make such estimation as defined by the Interna-
tional Performance Measurement and Verification Protocol IPMVP) [2]. The amount
of data needed and the effort and money putin collecting different data varies between
these methods. Depending on the nature of the building and the extent of the retrofit,
a simple or more complex method is selected to help estimate the saving in energy
consumption (C) in Fig. 1.

One of the most important factors that affect the variation in a building’s energy
consumption is the annual change in the weather conditions. In most buildings,
this change has a direct impact on the energy consumption by the HVAC systems.
Depending on the building type and its surrounding climate, these systems can be
by far the biggest consumer of energy in a building. Hence, fluctuation in weather
conditions means fluctuations in the building’s annual energy consumption. To esti-
mate the impact of weather in creating line (B) in Fig. 1, the “Degree Days” method
is commonly used [3]. The method uses numbers that can be generated from weather
data. These numbers change as the weather changes. A simple equation can be used
then to estimate line (B) in Fig. 1 from the section of line (A) that is before retrofitting.
For example, and following the timeline in Fig. 1, to estimate the energy that the
building would have consumed if it were not retrofitted in the year 2015 (Egy),
get the energy actually used by the building before retrofitting in year 2014 (Ep,gc)
which is considered the base (or reference) year, get the cooling degree days for 2015
(CDDgg) and the cooling degree days for 2014 (CDDg,) and use these in Eq. (1).

(Egst) = (Epase oD 2E (1)
st) — ase) ¥ ———
Est i CDDBase

The question now is how to calculate the values for the CDD in the needed years.
According to Bromley [4], “Degree days are a measure of how much (in degrees),
and for how long (in days), the outside air temperature was below [above] a certain
level”. In case of Heating Degree Days (HDD), we measure “below” a certain base
temperature while in the case of Cooling Degree Days (CDD), we measure “above” a
certain base temperature. HDD are used when we want to estimate the energy needed
to heat a building while CDD are used when we want to estimate the energy needed
to cool a building. The bigger the number, the more energy is expected to be used
by the HVAC system to achieve human thermal comfort. In this article, we focus on
using the CDD.

Calculating the CDD requires a base temperature. This is the temperature above
which we assume the building requires cooling. The standard base temperature used
in ASHRAE is 18.3 °C (65 °F). However, others use different base temperatures.
Azevedo et al. [5] provides a list of base temperatures used in different countries as
they appear in the literature. The list shows a variation from 18 to 28 °C and it reflects
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the assumptions made by the different researchers on the temperature beyond which
a building needs to be cooled mechanically. This certainly depends on the type of
building and its climatic region.

Once the base temperature is determined, calculating the CDD for a particular
period (e.g. month or year) is simple. Using the hourly weather data, a value “X;”
is calculated for each day using Eq. (2). All the positive values for “X;”—for the
number of hours “h” that are in the calculated period—are summed to be the CDD
for the needed period as shown in Eq. (3).

(TDaily Max — Tpaily Min)

X =
2

- TBase Temperature (2)

h
CDD = ZX,- (where X; > 0) (3)

i=1

Clearly, the selection of the base temperature impacts the calculated CDD. Hence,
the ratio CDDgg/CDDgy thatis used in Eq. (1) will vary accordingly. Consequently,
the estimated energy consumption Egg that represents line (B) in Fig. 1 will also vary.
Therefore, the estimated saving due to the retrofitting, (C) in Fig. 1, will be different
each time we change the base temperature for calculating the CDD. This may affect
the amount of money to be paid to the ESCO in the case of a shared savings contract.
It may also result in non-payment in the case of a guaranteed savings contract.

This paper is a step towards answering two questions. The first is how big the
deviation is in estimating the saving in energy consumption when the CDD method
is used. The second is whether there is an optimal base temperature that minimizes
the deviation. The paper starts by explaining the methodology used to answer the
two questions and it then shows the results and the conclusion of the study.

2 Methodology

Energy saving can never be measured in reality. Therefore, the researcher approach
to answering the two questions is to use energy simulation software. With simulation,
it is possible to keep all the parameters that impact a building’s energy consumption
constant, with the exception of the parameters being tested. This allows us to isolate
some parameters and hence evaluate the impact of their changes on the building’s
energy consumption. In our case, we need to do so to create lines (A) and (B) of
Fig. 1.

A building is modeled in the energy modeling software IESVE [6]. The following
series of simulations are run using the weather data for the city of Sharjah in the
United Arab Emirates (ASHRAE Climate Zone 1B Very Hot-Dry):

1 A simulation is done using actual hourly weather data for a base year (e.g.
2014). This creates the part of line (A) that exists before retrofitting as shown
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in Fig. 1. The sum of the calculated monthly energy consumption represents
the base consumption value Eg, of Eq. (1). No particular reason for selecting
2014 as the base year. The author just wants to have four years of performance
after retrofitting as a reasonable time for testing the possible deviation in results.
Further studies should test different base years and more years after retrofitting.

2 A simulation is done using actual hourly weather data for the consecutive years.
(e.g. 2015, 2016, 2017, 2018). This creates line (B) as shown in Fig. 1 based on
simulation results.

3 Some Energy Conservation Measures (ECMs) are applied to the simulated
building to represent a retrofit work done on the building. The simulation is
run using the actual hourly weather data for the consecutive years. (e.g. 2015,
2016, 2017, 2018). This creates the part of line (A) that exists after retrofitting
as shown in Fig. 1.

Using Egs. (2) and (3), several CDD calculations are done using a spreadsheet
macro developed by the researcher. The macro uses actual hourly weather data
and a base temperature—defined by the user—to make the CDD calculations. The
following CDD calculations are done using the weather data for the city of Sharjah
in the United Arab Emirates:

1 CDD for the base year (e.g. 2014) and for a range of base temperatures from
15 to 25 °C. For each base temperature, this is the value needed for CDDg,g in
Eq. (1). Table 1 shows the results.

2 CDD for the consecutive years (e.g. 2015, 2016, 2017, 2018) and for a range of
base temperatures from 15 °C to 25 °C. For each base temperature, this is the
value needed for CDDgg, in Eq. (1). Table 1 shows the results.

For each base temperature, and for each of the consecutive years, we calculate
the ratio CDDgy/CDDg,se of Eq. (1). We then use Eq. (1) to estimate the energy
consumption if the building is not retrofitted. This will be line (B) in Fig. 1 based on
the CDD method.

To compare the difference between generating line (B) of Fig. 1 by using the two
methods, Fig. 2 shows line (B) as (Bs) in case it is generated by the simulation and
as (Bc) in case it is generated by the CDD method. The line (Bc) will be different
for each base temperature.

Table 1 Calculated CDD for different base temperatures
Base temp. °C | 15 16 17 18 19 20 21 22 23 24 25

2014 4792 | 4439 | 4087 | 3743 | 3413 | 3100 | 2804 |2528 | 2271 |2023 | 1791
2015 4825 | 4473 | 4123 | 3777 | 3443 | 3123 | 2824 | 2540 | 2265 |2002 | 1754
2016 4720 | 4367 |4015 | 3667 | 3330 |3012 | 2711 |2423 | 2147 | 1892 | 1657
2017 4859 | 4509 |4160 |3814 | 3472 |3148 | 2841 |2551 |2279 |2026 | 1789

2018 4824 | 4471 |4119 | 3776 | 3446 |3130 | 2830 |2544 | 2272 |2017 | 1774
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Fig.2 Estimated energy consumption if no retrofitting is done. Bs is calculated using the computer
simulation. Bc is calculated using the CDD method (shown here for base temperature = 18 °C)

Using Fig. 2, the estimated saving based on the simulation result will be the
difference between the values in line (Bs) and the values in line (A) for each of the
studied years (e.g. 2015, 2016, 2017, 2018). We will refer to this simulation-based
saving value as (Ssimulation)- Similarly, the estimated saving based on the CDD method
will be the difference between the values in the line (Bc) and the values in line (A) for
each of the studied years. We will refer to this CDD-based saving value as (Scpp).
The deviation in using the CDD method in estimating the energy saving is calculated
using Eq. (4) for each year and for each of the used base temperatures from 15 to
25 °C as shown in Table 2.

. . (SCDD - SSimulation)
Deviation =

“4)

SSimulation

The same process is repeated but for two types of buildings and for three types
of ECMs. The objective is to check if the nature of the building and the used ECMs
will make a meaningful difference. The buildings types are:

Table 2 Percentage of deviation in estimating energy saving when using the CDD method

Base 15 16 17 18 19 20 21 22 (%) |23 (%) |24 (%) |25 (%)
temp. °C [ (%) |[(%) |(%) |(%) | (%) |(%) |(%)

2015 20 22| 25| 26| 25| 21 2.1 14 |-06 |—-29 |-58
2016 —43|—-46|-50|-58|-70|-8.1|-95|—-11.8 |—155 |—185 |-21.5
2017 42| 47| 53| 57| 51| 46| 39 2.8 | 1.1 0.5 -0.3
2018 1.9 2.1 22| 25| 28| 28| 27 1.9 0.2 -08 |-238
Ave. 10| 11| 12| 13| 09| 03|-02| —-14 |-3.7 |-54 |-7.6
deviation
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Fig. 3 The model for the
primary school used

1 A primary school with a single floor and finger plan as shown in Fig. 3. Because
of the form and the function of the building, it is considered to have an externally
dominated cooling load and its energy performance is greatly impacted by the
weather.

2 A hospital with a multi-story and deep plan as shown in Fig. 4. Because of
the form and the function of the building, it is considered to have an internally
dominated cooling load and its energy performance is less impacted by the
weather.

Both modeled buildings are provided as templates by the software IES VE. The
weather data for Sharjah is used for the years 2014 until 2018 and the cooling set
point temperature is 24 °C. The three types of ECMs are:

1 ECMs directly related to the weather. The used ECMs are i) double the efficiency
of the HVAC system used (from COP = 3.1 to COP = 6.2) and ii) double the R

Fig. 4 The model for the
hospital used
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value of the roof (from R = 3.5 m?*°K/W to R = 7.0 m? °K/W). This is referred
to as ECM (A).

2 ECMs not-directly related to the weather. The ECM used is replacing the flores-
cent lighting with much more efficient LED light (The value for w/m? for each
space is halved). This is referred to as ECM (C).

3 Both of the above ECMs are used. This is referred to as ECM (B).

The resulting consumption from the simulation in each case is the total building
energy consumption and similarly is the estimated saving.

3 Results

Figure 5 shows the results of running the process for the school using the above
mentioned three types of ECMs and for a range of base temperatures from 15 to
25 °C. The deviations have very different values for the same base temperature in
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5% -—‘--~-~ 0% .c.oo..cc.o.......
° .oooooo-ooo.oooo..\ ---~ ®0ee,
® ~~~

.0
-5% 11516 17 18 19 20 21 22 2?@4' %5

-50% S o
-15% \\ AN
\
-25% -100% n
ECM (A) eeeeesECM (B) ECM (A) e e e e e ECM (B)
e e« = ECM (C) @ a» = ECM (C)
% deviations for 2017 % deviations for 2018
35% -~ 15%
L d LS - e an
25% o2 S -—=" S~
N 5%
15% \ cooooaoooonoou.....\

\ <o,

5% -+15-16-17-18-19-20-21-22 23 2425

5% ..ocooo'oooo-o..... ~ \
cee

L ] °

-5% -15%
15 16 17 18 19 20 21 22 23 24 25
ECM (A) e e e e e e ECM (B) ECM (A) eeeeeeECM (B)
- = = ECM (C) - = = ECM (C)

Fig. 5 Change in the % deviation in energy savings due to the change in CDD base temperature
for the different types of ECMs and for the different years under study. Note the different scales for
the % deviation
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Fig. 6 Average of the % deviations for the four years under study, for the different types of ECMs,
and for the two building types

each year. However, ECM (C) which is not-directly related to the weather, always
shows much bigger deviation values. This confirms the need to have sub-metering
for these types of ECMs and to not depend on the total consumption of energy to
estimate the resulting savings. The % deviations for the other two types of ECMs
barely exceed 5% except for the year 2016.

The % deviations tends to converge to zero near a particular base temperature.
However, this temperature changes every year. This is with the exception of the year
2016 which had less CDD than that of 2014 regardless of the base temperature as it
was in general a cooler year than the others. Its % deviations are getting bigger as
the base temperature increases.

Figure 6 shows the % deviations when averaged over the four years. There is
a trend that is appearing for both the school and the hospital. The % deviations
are converging towards zero for the three types of ECMs around the temperature
21/21.5 °C even though one building is internally dominated and the other is exter-
nally dominated. This is an interesting observation and can lead to a guideline for
selecting an appropriate base temperature for calculating the CDD for a particular
city.

4 Conclusion

This preliminary examination of the deviation in energy saving estimations due to the
use of the Degree Days method should encourage both owners and ESCO to identify
a better base temperature to use. More studies need to be done for longer periods of
time, for different cities, and for more building types to provide better guidance. It
is also important to note that the % deviation in using the CDD method is generally
low except for the type of ECMs that are not-directly related to the weather.



10 A. Mokhtar
References

1. European Energy Efficiency Platform: Energy Performance Contracting. https://e3p.jrc.ec.eur
opa.eu/articles/energy-performance-contracting. Last accessed 29 April 2019

2. Efficiency Valuation Organization: International Performance Measurement and Verifica-

tion Protocol. https://evo-world.org/en/products-services-mainmenu-en/protocols/ipmvp. Last

accessed 29 April 2019.

BizEE: Custom Degree Day Data. https://www.degreedays.net/. Last accessed 29 April 2019

4. Bromley, M.: Degree days—understanding heating and cooling degree days. https://www.deg
reedays.net/introduction. Last accessed 29 April 2019

5. Azevedo, J., Chapman, L., Muller, C.: Critique and suggested modifications of the degree
days methodology to enable long-term electricity consumption assessments—a case study in
Birmingham, UK. Meteorol. Appl. 22(4), 789-796 (2015)

6. IES Homepage: http://www.iesve.com/. Last accessed 29 April 2019

(98


https://e3p.jrc.ec.europa.eu/articles/energy-performance-contracting
https://evo-world.org/en/products-services-mainmenu-en/protocols/ipmvp
https://www.degreedays.net/
https://www.degreedays.net/introduction
http://www.iesve.com/

Impact of Climate Zone and Orientation )
Angle on the Recurring Massing School L
Typologies in Turkey

Yasemin Afacan

Abstract In this study, the impact of different climate zones on same massing
typologies of a typical school building with different orientation angles was quantified
through building energy simulations of a case building in Turkey. The most schools
in Turkey do not comply with the current energy code because they were built prior to
the code. Thus, there is a crucial need to investigate their energy efficiency for poten-
tial retrofits. The results of the study exemplified how the breakdowns in energy use
and carbon emissions would significantly influence design decision-making process
of a school. Considering the four climate scenarios, mainly the influence of an orien-
tation angle on energy use intensity (EUI) is higher than its influence on carbon emis-
sions. This study differed from other sustainability researches in terms of defining
building massing in schools with an emphasis on environmentally climate respon-
sive school design, which is a holistic approach and comprehensive understanding of
high-performance energy efficiency. A climate responsive massing should address
the questions beyond well-known standards, and define a new holistic model that
uses the optimum orientation, and surface to volume ratio of the building to reduce
energy loads and achieve high-performance energy efficiency.

1 Introduction

School buildings play a critical role to contribute to the health and well-being of
every society [1]. Schools represent a unique environment that differ from other
building types, given that in a school, there are four times more occupants per square
meter than in a typical office building [2]. Occupants spend much of their time inside
classrooms. This occupancy schedule patterns make school buildings responsible for
a significant portion of the total energy consumption of the non-residential sector.
Schools require special attention on sustainable building managements so that early
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decisions on building massing, classroom layouts, geometry parameters and spatial
configurations of each function have critical impact on energy efficiency. Previous
massing studies in schools have largely focused on solely plan layout, such as linear,
corridor etc., and compactness of geometrical shape parameters related to different
typologies [3], such as L-C-U-H shapes, linear corridor or central with different
classroom dimensions, pavilion, slabH, slabV and courtyard types etc., to compute
energy performance of schools [4-6]. However, compactness of a shape is not always
the optimal solution for energy efficiency [7-9]. Even with the same shape, it is not
possible to have well-specified energy measures for schools [9].

Although there are a number studies on the relationship between energy effi-
ciency and building forms in developed countries, there is a lack of studies analysing
correlations among energy use, different climate scenarios and building orientations
of similar massing typologies in developing countries, such as Turkey. In Turkey,
in recent years due to the difficulty of producing different projects for each school
considering diverse range of climate types, time constraints, staff shortage and finan-
cial problems, the production of a typical project application has become more
intense. Thus, this study investigates how the energy efficiency of a similar building
massing varies depending on the four climate zones and simulates a typical Turkish
school building in the four representative cities at the four different orientation angles.
Based on the results of climate zone assessments, it proposes a simulation-based
climate proofing in order to define a set of proper massing parameters and to decide the
correlations among massing typologies, different climate zones and the key energy
loads of schools, such as heating, cooling etc.

2 Energy Impacts of School Typologies

Energy impacts of buildings have been discussed first in United Nations Brundtland
Commission in 1987, then UN Commission Report in 1992 on sustainable develop-
ment and Kyoto Conference by UN Framework on climate change. In 2002 European
Energy Efficiency Directive [10] investigated building optimization to reduce their
impacts on energy consumption. In 2012 and 2018, net zero energy buildings have
been presented by the European Directives [11, 12]. Hence, most of the school build-
ings both in Europe and in most of the countries around the world were built before
those dates of the directives so that they could not satisfy energy efficiency directives
[13]. Thus, there are lots of studies exploring energy efficiency in school buildings,
measures related to building envelope, and enhance energy performance through
environmentally responsive design.

There are uncertainties in energy performance of schools depending on the
country, location and climate zones. Reviewing the literature on the energy impacts
of school typologies showed that there are many different definitions of typologies
and energy consumption patterns accordingly. Some studies defined typology classi-
fications as massing types based on the overall configurations [14—16]; whereas the
others described it based on the proportions of a 2D drawing [17, 18]. Afacan and
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Ranjbar [9] investigated the five most commonly used school massing typologies
in the contemporary school architecture: (1) Spine/street—major school functions
along a central linear space; (2) City/town—a loose type of massing with more poten-
tial of legible school functions; (3) Atrium- a full height atrium serving passive solar
design, thermal inertia and access outside views; (4) Strawberry/cluster—a central
core providing circulation; and (5) Courtyard—flexible layout around the courtyard
with enhanced energy efficiency benefits. These typologies did not differ according
to the age of the students. They were prevalent for primary, secondary and high
schools. They found significant differences in terms of annual energy use, annual
energy cost and annual carbon dioxide (CO,) emissions among the massing types,
and suggested a new holistic model based on the ratio of surface area to volume more
for reducing energy loads of a typical high-performance schools [9].

According to the Statistics of the Turkish Ministry of National Education, there
are 25.5 million students which means that one third of the Turkey’s population
spends the majority of their time in school buildings [19]. In the academic year of
2017-2018 in Turkish primary and high schools, about 18 million students taught by
1 million teachers in total 66,000 schools [20]. Thus, school buildings in Turkey have
a great importance in energy consumption. The total energy consumption of non-
residential sector in Turkey has increased 174% compared to the energy consump-
tion in 1990. The schools contribute 23% to this total energy consumption, which
forces the educational building retrofit to tackle this challenge [19]. Due to their
high-energy consumption, high occupant density and high activity patterns, schools
represent a significant category among the other building typologies to be respon-
sible for a considerable amount of energy consumption. In UK and US, school
buildings are responsible for 10% and 13% of total energy consumption respec-
tively [13]. Since Turkey has experienced a considerable surge in energy demand
[21], achieving energy efficiency in current school building stocks becomes crucial
because sustainable design, planning and construction decrease energy consumption
by reducing environmental pollution, controlling energy waste patterns, maintenance
and transportation costs [7].

With regards to the European Energy Efficiency Directives, in 2000 Turkey consid-
ered energy efficiency measures for the schools that were newly constructed, but the
majority of the existing schools were constructed before 2000 without a focus on
energy performance and were not gone any energy refurbishment later on. In Turkey,
typical school projects were designed by the Ministry of Public Works to be used
in all regions until the year 1970 [20]. Later, in 1980, there were minor revisions in
these typical projects regarding regional energy differences. After 1997, when 5-year
compulsory primary education was extended to 8 years. The adaptation of existing
buildings was mostly done with the addition of floors, which ignored the relationship
between energy demand and massing typology.
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3 Materials and Methods

3.1 Selection of Climate Zones and the Reference Cities

According to Koppen-Geiger Climate Classification [22], Turkey’s climate is defined
as mild Mediterranean. However, there are significant differences in climatic condi-
tions in Turkey because of its diverse geographical characteristics. For example, in
the Mediterranean region, the mountains are parallel to the sea, which makes the
coastal region milder with warm summers and mild-to-cool winters than the Central
Anatolia. On the other hand, the inland regions have a dry climate with hot summers
and cold winters. So, the climate classification of the Turkish Standard ‘TS 825
Thermal Insulation Requirements in Buildings’ [23] defined 4 climate zones. In
2008, TS 825 was adapted from ‘ISO 9164- thermal insulation calculation of space
heating requirements for residential buildings’ [24] and ‘BS EN 832-thermal perfor-
mance of buildings calculation for energy use for heating residential buildings’ [25].
Although it neglects the cooling loads, it is still the mandatory document in Turkey
regarding energy efficient heating energy requirements for all buildings. Figure 1
illustrates how these four climate zones are distributed on Turkey.

In this study, the case building was situated in Konya, which was located in the
third climate zone as a hot-summer Mediterranean climate with hot summers and
snowy winters [26]. The case building was constructed in 1993 without considering
the energy efficiency. It had a double-loaded corridor plan, used a central heating
system and was ventilated by manually opened windows. Three representative cities,
Istanbul, Izmir and Erzurum, from the other three climate zones were used to simulate
the projected energy efficiency performance of the case study building regarding the
different climate zones (Table 1). Istanbul has a borderline Mediterranean climate,
humid subtropical climate and oceanic climate, with a hot dry summer, pleasantly

| FUTIEEE EOT B e Faet

Fig. 1 Four-climate zone of Turkey based on TS 825
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warm spring and autumn, and cold winters with rare snow [22]. Izmir is located in
the Mediterranean climate zone, where summers are hot and dry, and winters are
warm and rainy. Erzurum has humid continental climate with hot and dry summers,
and cold and snowy winters [22]. In the literature, there are lots of studies on the
impact of different climate zones to ensure energy efficiency. This study differed
from these sustainability researches in terms defining building massing in schools
with an emphasis on environmentally climate responsive school design, which is
a holistic approach and comprehensive understanding of high-performance energy
efficiency. A climate responsive massing should address the questions beyond well-
known standards, and define a new holistic model that uses the optimum orientation,
and optimum surface to volume ratio of the building more for reducing energy loads
than a typical high performance schools.

3.2 Building Envelope Details

The school had a total gross area of 5400 m* The building was a four storey building
in U-Shape with 19 classrooms and 760 primary school children and 37 teachers
(Figs. 2 and 3). The construction standards of the case building are presented in Table
2, and the main parameters of the building envelope materials are given in Table 3.
The central heating system with radiators was used for heating. There was no cooling
equipment in the typical school building. Cooling was achieved through natural venti-
lation by manually operated windows. There were no automatic lighting controls. The
common lighting equipment in the typical school building was fluorescent lighting,
cool-white fluorescent bulbs (LPD = 12 W/m?).

3.3 Data Analysis, Modelling and Simulation

The preliminary data collection and analysis consisted of a review of the energy bills
of the school, typical occupancy data, and technical specifications of the building. A
site visit was done to the building to examine actual system and get a deeper insight
of the school’s operation. Natural gas and electricity bills of the school were analysed
to calibrate the simulation data. Inside and outside photographs of the building were
taken. An infrared camera was used to capture the entire temperature profile of the
building and to see temperature differences on surfaces. Figure 4 shows an example
image of what the thermal camera observed regarding heat losses. The problematic
areas were mostly window frames. Although they were insulated, there was no rubber
gasket or weather-stripping around the opening, air escapes around the edges.

The study developed a dynamic calibrated energy simulation model of the school
building by using Sefaira program simulations. Sefaira’s Real-Time Analysis Plugins
use EnergyPlus, a validated professional energy simulation tool [27], as their primary
simulation engine to assess energy and thermal performance based on architecture,
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Fig. 2 Aerial images of the site and the case building

lighting and mechanical systems, occupancy and use, and local weather. Constant
feedbacks on envelope and material U values were provided by design parameters
in Sefaira’s Real-Time Analysis.

4 Results and Discussion

For each climate context, simulations were run for annual energy use, energy use
intensity (EUI) cost and annual CO, emissions. In addition to the climatic parameters,
the building performance was also calculated regarding the four orientations of the
case building in each city; (i) baseline model; (ii) 90° rotated model; (iii) 180° rotated
model, and (iv) 270° rotated model.
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Fig. 3 a Plan view of the first floors of the case building; b four views of the case building
Table 2 The construction standards of the case building

Climate zone City U (W/m? K) External wall Ground floor Roof | Glazing
3 Konya 1.06 1.42 0.73 3.49
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Table 3 The main parameters of the building envelope materials

Material d (m) N (W/m K) R (m? K/W)
External walls

Cement plaster 0.03 1.6 0.019
Brick Wall 0.28 1.2 0.233
EPS 0.16 0.04 1.60
Cement plaster 0.03 1.6 0.019
Ground floor

Laminate floor 0.008 0.115 0.07
Cement mortar 0.05 1.4 0.036
Plain concrete 0.10 1.65 0.03
Reinforced concrete 0.20 2.5 0.08
Damp proof membrane 0.05 0.3 0.167
Gravel 0.10 2.0 0.05
Roof

Glasswool 0.05 0.05 1.00
Reinforced concrete 0.20 2.50 0.08
Cement plaster 0.03 1.6 0.019

4.1 Impact on Energy Consumption

The EUI changes from 103 kWh/m?/year (minimum) to 136 kWh/m?/year
(maximum) (Table 4). These values, even the high one, are good values, because
according to ASHRAE 2018 Advanced Energy Design Guide for K-12 School Build-
ings [28] for achieving 50% energy savings, the targeted value for EUI is around 110
kWh/m?/year for these four climate zones. The reason for these low EUI values is
the high performance envelope considering lighting and cooling. The classes are
scheduled until 4.00 p.m. so that most of the time daylighting satisfies the visual
performance. The summer holidays, from 1st June to 1st September, are assumed
unoccupied so that less cooling or even no cooling is required. However, it should be
noted that in buildings, where daylighting is not as much as available as the others,
and where buildings are occupied during the summer period, the EUI is much higher.

As seen from Table 4, similar to the previous researches mentioned in the literature
section, this study also found that a proper orientation angle results in the reduction of
energy consumption. However, different than those researches, this study identified
that the impact of orientation on energy consumption in Mediterranean zones are
not as much as significant compared to the zones, where summers are very hot, and
winters are very cold and snowy. By orienting the building at an angle of 180°, there
would be a reduction of EUI of 9% in non-Mediterranean zones, whereas 4% in
Mediterranean zones. This finding is critical during the decision making process of
a more environmentally responsive school massing. To maximize energy efficiency,
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Fig. 4 Thermal camera view of a window wall a, b from inside and ¢ outside

the priority could be given on the size and number of classrooms, number of stories,
window to wall ratio and room depth, which could have a direct impact on annual
heating and cooling energy.

Figure 5 illustrates the energy breakdown. Mainly heating energy increased in
climatic zones, in which lowest winter temperatures occurred. However, comparing
this heating demand profile against the cooling energy consumption, it was clear that
they were not in the same pattern. This was due to the fact that cooling in Turkey
is achieved by natural ventilation in most of the schools. Although this leaded to
decrease cooling energy consumption, it resulted in unhealthy consequences in terms
of indoor environmental quality provided to students. The CO,, temperatures and
humidity levels in classrooms without proper ventilation reach above the limits after
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Fig. 5 The energy breakdown regarding the climate zones and orientation

twenty minutes of the occupation [2, 4]. Moreover, getting fresh air through manu-
ally operated windows also create uneven heat distribution and thermal discomfort
especially for the students sitting near windows [4]. Another significant finding was
that the interior energy demands regarding lighting and other electrical equipment
did not differ much regarding both the climatic zones and orientation. The reason for
this finding was that there were typical and similar lighting systems in most of the
schools without paying attention on its impact on health, performance and stress of
students. However, the use of lighting sensors has not only positive effect on glare
reduction and appropriate illuminance levels, but also it directly impacts EUI value
of a school building with a same massing typology.

4.2 Impact on CO, Emissions

The highest annual net CO, emissions were obtained in both Erzurum and izmir at the
orientation angle of 270° (Table 5). Although these two climate zones were the least
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Table 5 Annual energy costs and CO; emissions of each city in four different orientations

City Orient | Energy costs CO; Emissions
degree

Annual | Annual |Annual | Annual | Annual | Annual | Annual Net
Energy | Elect. Gas Energy | Elect. | Gas CO; Emissions
Cost ($) | Cost ($) | Cost ($) | Cost Cost Cost (kg/

Per Per Per COgelyear)
Area Area Area
($/m2) | ($/m2) | ($/m2)

Konya | Baseline | 67,262.9 | 55,809.6 | 11,453.3 | 26.16 |21.71 |4.45 1,131,572.18
90° 66,378.3 |55,152.5 | 11,225.8 |25.82 | 21.45 |4.37 129,801.63
180° 65,677.0 | 54,757.9 1 10,919.1 | 2555 |21.30 |4.25 128,332.10
270° 68,689.4 | 57,358.0 | 11,331.4 | 26.72 | 2231 |4.41 134,172.17
Erzurum | Baseline | 71,699.4 | 64,025.4 | 7674.0 |27.89 |24.90 |2.98 137,883.31
90° 69,358.9 1 62,687.8 | 6671.2 2698 |24.38 |2.59 132,989.74
180° 68,916.5 | 62,689.7 | 6226.8 |27.81 |24.38 |2.42 131,931.61
270° 73,320.4 | 65,840.7 | 7479.7 |28.52 |25.61 |291 140,808.56
Istanbul | Baseline | 66,190.4 | 60,146.5 | 6043.9 |25.75 |23.39 |2.35 126,746.08
90° 65,785.259,790.3 159949 2559 |23.26 |2.33 125,963.88
180° 65,093.8 1 59,339.6 | 5754.3 |2532 |23.08 |2.24 124,547.31
270° 67,780.0 | 61,747.3 | 6032.6 |26.36 |24.02 |2.35 129,708.18
Tzmir Baseline | 68,034.9 | 64,910.0 | 3124.9 |26.46 |25.25 |1.22 128,666.32
90° 67,318.0 | 64,750.8 | 2567.2 |27.18 |25.19 |1.00 127,036.67
180° 66,687.3 | 64,194.0 | 2493.3 2694 2497 |0.97 125,820.51
270° 70,271.9 |1 67,236.2 | 3035.7 2933 |26.15 |1.18 138,796.76

efficient for the case building in terms of carbon emissions, the EUI values in Erzurum
and Izmir were not the highest values (Fig. 6). The reason for this emission result was
the differences in breakdowns of energy performance and emissions regardless of the
climate type. It was striking that the emissions of the cooling load in these two cities
were higher than the other two. In Izmir, cooling load was mainly concerned with
AHU systems, and in Erzurum with zone cooling. This result highlighted the essential
role of climate based heating and cooling strategies in terms of the decarbonisation
of electric industry, rather than prototyping of the same heating and cooling systems,
which caused higher values of annual energy use. These simulated results were also
in line with the literature and underline the critical importance of indoor comfort
conditions that were also strongly correlated with passive and active measures of
a building envelope and interior architecture of the school building. As illustrated
in Table 5, annual energy costs per area were also higher in these cities. This result
confirmed that emissions due to the heating could be reduced but this reduction could
lead to the increased of carbon emissions due to cooling. As it was stated by Dino
and Akgul [29], the intensity of cooling is much more higher than heating for Turkey.
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According to the findings, several retrofit scenarios could be developed. As passive
strategies, the U values of roof, walls and glazing could be lowered to reduce both
CO,; emissions and energy consumption. Shading devices or shutters could be added
into the critical facades. A green roof would also help lowering urban heat island
effect, as well as providing recreational space for children. As active strategies, air-
conditioning equipment or heat recovery units could be introduced to classrooms
considering their structural system and suspended ceiling availability. The HVAC
management is a complex and dynamic issue that should be considered along carbon
density and electricity generations.

To further discuss the results, the study identified the essential role of the two
following massing strategies: (i) optimizing the building orientation and (ii) defining
a set of massing parameters. Building orientation is an energy performance-related
factor that cannot be modified, but managed through retrofit passive design strate-
gies. It plays a key role in energy efficient school design. However, it is not enough
alone. Making optimized decisions on orientation parameters at the conceptual stage
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of design process could help to maximize all aspects of energy performance. Deci-
sions on orientation in construction or occupation phase would be too late. Thus,
the simulated results in the study pointed to the future need to explore measures
for climate adaptation of a proper massing typology and to taking account interior
layout and classroom proportions based on the various orientation angles. So, the
study proposed a multi-criteria decision making optimization that should include
a more extensive manipulation of interior and exterior relationships. Although the
simulations done in the study were limited with the four climate zones, and four
orientation angles for each zone, for future studies a decision matrix for retrofitting
strategies could be constructed, where a new set of climate variables could be iden-
tified, and prioritized data of design requirements could be correlated with those
variables.

In addition to the proper choice of a good site and orientation based on the vari-
ables of that site, spatial layout design and functional organizations are essential
components of defining a set of massing parameters. We have not found any earlier
studies configuring climate-based massing types for minimal energy use based on
multiple usage and seasonal and daily occupancy schedule. To achieve such efficiency
and improve energy performance, this study presented a unique opportunity for the
exploration of what a school massing type should offer for designing new build-
ings as well as retrofitting existing according to different climate scenarios. Thus, it
suggested climate based exploration strategies of building massing in schools with
an emphasis on environmentally responsible school interior design.

5 Conclusion

In this study, the impact of different climate zones on the same massing typologies
with different orientation angles was quantified through building energy simulations
of a case building in Turkey. The results of the study exemplified how the breakdowns
in energy use and carbon emissions would significantly influence design decision-
making process of a school building. It could result in different massing and orienta-
tion choices to achieve energy efficiency. In the study, as expected, different climate
zones resulted in different heating and cooling requirements. Considering the four
climate scenarios, mainly the influence of orientation angle on EUI was higher than
its influence on carbon emissions. Considering the four orientation angles, energy
use in itself of each zone remained relatively constant regarding heating loads, but
energy use varied considerably regarding cooling loads. However, carbon emissions
of each zone remained constant regarding both the heating and cooling loads. These
results contributed to the advancement of the research in developing countries that
are undergoing rapid building and urban regeneration process, because it does not
only propose strategies for new school design, but also retrofitting the existing ones
trough a simulation-based climate proofing. The implications of this study could be
summarized from the two points of view. The first point is related with its prac-
tical implications suggesting that the Ministry of Public Works could use the typical
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school projects across all the regions by taking adaptive actions on different heating
and cooling loads through passive measures. In this context, the same school massing
could be treated as a shell, which is later modified in site depending on the trade-offs
between climatic conditions and energy consumption patterns. The second point is
that there is a need for adaptive energy models specific to school buildings. Instead
of referring to the climate zone requirements, these models should take the hottest
occupied and coldest occupied months into consideration to calculate CO, emis-
sions. To extend the contribution of this study in design practice and generalize the
effect of school building massing on energy efficiency, a detailed climate impact
analysis, where combinations of building shapes, window to wall ratio, room depth
and orientation parameters, could be performed as a future study. In addition, both
design and construction of schools should consider the subjective preference of users
even during massing decisions. Proper school massing will not only improve energy
savings, but also enhance subjective feeling of all users.
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Analysis of the Influence of Aerodynamic | m)
Roughness on Urban Vertical Space L
Form: An Example of Shenzhen Central

Area

Di Song®, Ming Lu, Jun Xing, Jing Liu, and Lu Wang

Abstract This paper selects the impact of urban roughness element on ventilation as
aresearch perspective, taking the central area of Shenzhen as an example, extracting
vertical spatial shape influence parameters, and analyzing aerodynamic roughness
and spatial shape based on different land use types. Then the relationship between
roughness and spatial form is constructed to clarify the parametric interpretation
between the roughness of the underlying surface of the urban space and the spatial
form, so that subsequent urban development can combine this relationship to obtain
better ventilation effects.

1 Introduction

In the process of urban development, the distribution of high-rise buildings in the
artificial underlay surface accounts for an increasing proportion. In the vertical direc-
tion, reasonable ventilation conditions are closely related to the health and comfort
of residents [1, 2]. Therefore, it is necessary to quickly estimate the impact of urban
ventilation to guide future urban development, the layout of different types of land
and even the distribution of buildings in the land [3]. At the same time, the huge
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amount of data contained in the urban space also puts forward requirements for the
convenience of the evaluation process and the use of tools.

2 Literature Review

Due to the non-uniform nature of the complex spatial form of the city, the air flow
within the city is complex [4]. The high-density artificial environment increases the
vertical height of the urban canopy and also strengthens the barrier to wind [5]. There-
fore, there is a close relationship between the spatial shape formed by the artificial
environment and the weakening of wind speed [6]. Theoretical research on the wind
speed attenuation trend is mainly explained by aerodynamic roughness parameters
[7] The roughness length (Z) is used to explain the height where the average wind
speed is 0, and express the weakening effect of the urban canopy on the wind speed.
displacement height (Z;) expresses that the effect of airflow and underlying surface
occurs at a certain height, and this height represents the roughness [8]. The size of
the two parameters directly affects the energy exchange between the earth and the
atmosphere, and at the same time has a close relationship with the urban spatial
form [9]. The determination of the two parameters can be calculated by wind speed
observation, or calculated by urban spatial morphological characteristics [10]. The
morphological parameters used in the calculation also changed from the initial only
based on the height of the building to later gradually introducing standard deviation,
extreme value, average value and other parameters to participate in the calculation.
Grimmond and Oke combined the urban form to point out the empirical calcula-
tion method of the two parameters, and at the same time verified The rationality
of the calculation method proposed by Raupach [11, 12]. Macdonald introduced
the windward area and improved the drag coefficient of rough elements, making
the calculation method more sensitive to rough elements with higher density and
higher non-uniformity [13]. Kanda et al. pointed out that the calculation method that
considers all parameters at the same time has formed very good results in the veri-
fication examples of Japanese cities [14]. Kent et al. conducted a comparative study
on calculation methods in London and believed that considering more parameters
would help improve the roughness calculation accuracy of the complex underlying
surface [15].

For the city itself, a large number of buildings and different height distributions
make it very difficult to directly perform numerical simulations. Therefore, other
methods are needed to predict the ventilation environment of the city. Mikhailuta
combines weather data and comparisons with urban development to determine the
relationship between the two [16]. Yuan, Ren combined GIS data and roughness
parameters to analyze urban ventilation conditions [17]. In addition, there is also an
analysis of the urban ventilation influence through the overall urban void, obstruction
and vertical section parameters [18]. In the way of rapid urban modeling, it is often
based on two-dimensional basic data, combined with Autocad and SketchUp to
complete the modeling [19]. The use of GIS modeling is suitable for conventional
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buildings. At the same time, in order to quickly assess the wind environment, the use
of a regular aerodynamic roughness database can effectively reduce the complexity
of the model and make the modeling process more efficient [20].

From the above research, in the face of a complex and non-uniform underlying
surface, aerodynamic parameters are still the current mainstream calculation method
for describing spatial roughness, and the spatial shape parameters required in the
calculation are gradually becoming more complex and precise. For the huge amount
of data of urban space, the rules of modeling under GIS platform will facilitate the
rapid extraction of morphological parameters, but studies the relationship between
roughness and spatial form weak. Based on the existing foundation, under the premise
of rapid modeling and parameter extraction, this research expands the description of
vertical spatial morphology and establishes an association relationship with rough-
ness to provide a reference for morphological description and statistical laws for
subsequent urban development.

3 Methodology

3.1 Database Construction

In this study, the basic information of urban buildings is obtained by domestic elec-
tronic map providers, and the height of urban buildings is checked by combining
three-dimensional panorama and field investigation, and a vector layer with a spatial
resolution of 1 m is formed [21, 22]. The database needs to be combined with the
needs of ventilation impact analysis, simplifying some details of the building, and
then encapsulating it into a ARCGIS element file and collecting the relevant infor-
mation of spatial points, lines, and areas in it [23]. According to the national standard
“ Code for classification of urban land use and planning standards of development
land”, it is divided with reference to the intermediate category, which is used as the
use mark of land and buildings [24], and finally the urban space element classes
required for the analysis are formed.

3.2 Vertical Morphological Parameter Selection

In the vertical direction, the most intuitive parameter of a city is the height of the
building. In addition, in order to truly express the complex heterogeneity of the urban
space, Need to select the average value (Z),), standard deviation (o), maximum value
of the height (H ax), plan area fraction (1), surface area fraction (1), and windward
area fraction (A;(0)) to reflect the difference in urban spatial height distribution,
canopy height, and the degree of obstruction to incoming wind [23, 25]. Taking into
account the uncertainty of the urban wind flow direction, the windward area of each
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building under different wind direction distributions needs to be weighted 2 ;. In the
same way, considering the area inequality of similar heights of urban buildings, it is
also necessary to introduce the plane of the building to weight the average height z7;,.

3.3 Methods of Analysis

The calculation of roughness parameters Z; and Z; from the perspective of
morphology is mainly based on the formula pointed out by Kanda et al. [14]:

Aoon )\ A0,
Zo = [20.21 % ( ”_h> —0.77 % ( ”_”> +0.71]
Zh Zh
Zam Zan -0.5
* (1 - é)EXP —|:0.5,3C—12b<1 —~ é))\f] (1)
Zn k 7

Zam=[1+4437" (1, — 1)] % Z, )

where:

—\2 —
Zg = —0.17 % (Uh + Zh) + (1.29 £ 1030 +0.17) * (ah + Z”) 3)
max max
where Z 4, is the dynamic roughness calculation method proposed by Macdonald in
[26], B = 1.0 is the drag correction parameter [15], and Cy;, = 1.2 is the drag coeffi-
cient [27]. The calculation of the above formulas and various vertical morphological
parameters, through the construction of Excel functions and Grasshopper scripts
and expansion, finally forms a basic database for urban vertical ventilation impact
analysis, and is visualized in the database space through the ARCGIS platform, and
the roughness and vertical Analysis of the correlation between the morphological
parameters and the degree of mutual importance (Table 1).

4 Analysis of the Impact of Urban Vertical Ventilation

4.1 The Central Area of Shenzhen Overview

The location of the study, Shenzhen, is a super-large city in Guangdong, located on
the coast of South China, with a subtropical monsoon oceanic climate [28]. Hot in
summer and warm in winter, the dominant wind direction throughout the year is NNE-
NE-ENE, the probability of static wind is 2.1%, the average wind speed is 2.25 m/s,
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Table 1 Analysis method of Urban Spatial shape parameters

Parameters Expression method

Weight the average height (z;,) standard AVERAGE command, sequential command,

deviation (o /), maximum value of the height | STDEVP command

(H max)

Number of height intervals SUMPRODUCT command

Plan area fraction A, ARCGIS-VB script operation

Surface area fraction A Analysis Tools, ARCGIS-VB script operation
+ SUMIF function command

Weighted windward area fraction (zy) Grasshopper + ARCGIS VB script operation
+ SUMIF function command

and the overall wind speed shows a downward trend year by year [29] (Figs. 1
and 2). Combined with the needs of national development, the current construction
land is tight and the construction density is high, which reduces the ventilation rate.
Therefore, the research value of urban ventilation impact analysis and improvement
of urban air circulation is of great value.

The research institute refers to the three districts of Nanshan, Futian, and Luohu
in the central area. This area is the longest construction period in Shenzhen, the
main area of politics, economy, production and life, and there are mountains with
high vegetation coverage in the north. Import element data through ArcMap and
form basic element maps and statistical tables. After statistics and field surveys are
approved, the area contains 99,210 buildings, 9681 pieces of land of various types,
and an area of 265.78 square kilometers. The number of buildings is huge and the
uses are complete, including all types in the useful land classification. The statistics
of each land use are shown in Table 2.
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Fig. 2 Yearly wind speed
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4.2 Planar Spatial Analysis
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Weighted average (Z;) standard deviation (o)), maximum value (Hpay):
Overall, the minimum value of the building in the central area is 3 m and
the maximum is 599.1 m. the weighted average height is 29.39 m, and the
standard deviation is 23.74. From the perspective of the proportion distribution
(Fig. 3), the main height of buildings below 36 m occupies more than 88% of the
proportion, constituting the largest rough influence surface under the canopy.
From the perspective of height extremes and weighted averages of various
types of land (Fig. 4; Table 2), building extremes mainly exist in commercial
and commercial, high-tech parks, and second-class residential land. From the
perspective of standard deviation, the fluctuations are relatively high. Larger
values mainly exist in commercial, medical and second-class residential build-
ings. The current situation is mostly high-rise/super high-rise buildings with
multi-story annex buildings.

Plan area fraction (A,) and surface area fraction (1;): According to statistics,
the total area of the building base within the central area is 338,200 square
meters, with an overall density of 0.13, which is prone to wake turbulence and
affect the downwind area of the city [30]. According to the statistics and spatial
distribution of A, values of various types of land (Fig. 5), the land parcels prone
to wake turbulence account for a relatively high proportion. Among them, urban
villages are prone to flooding due to the high construction density. The main
urban green areas and borders Ports and road traffic facilities are prone to
isolated flow, which promotes urban ventilation (Table 2).

From the perspective of the spatial distribution of the surface area fraction
(Fig. 6), the main business districts and Central Business District in the three
districts have concentrated a large number of rough elements. At the same time,
they have obtained most of the building surface area due to the large height.
In addition, high-rise residential areas and densely distributed urban village
units also have a larger A, value. The A, value tends to O due to the very few
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Fig. 3 Building height distribution in central area

3

buildings in the urban green space and agricultural and forest land, and the
roughness is very low (Table 2).

Weighted windward area fraction (A 7 ): Affected by the element rule processing
of the database, the statistics of the windward surface have the same area in the
opposite direction. However, since the wind frequency distribution in Shenzhen
is different in all directions, a weighted statistical result of 16 wind directions is
finally obtained. The overall windward area score of Shenzhen is 0.22, and the
spatial distribution reaches the highest value near the Central Business District
of each district (Fig. 7). Among all types of land, administrative office, medical,
commercial and commercial, second-class and third-class residential buildings
all have higher windward areas, Easy to cause insufficient space comfort. The
low-value areas mainly include woodland, green space, various transportation
facilities, and sports venues (Table 2).

4.3 Physical Space Analysis

In the central area as a whole, the existence of most of the land and its buildings
will cause obstacles to urban ventilation. The Z; value of the displacement height is
between 0.630, indicating that the vertical influence height of the urban cushion to
the wind is 630 m. The roughness length Z, value is between 0 and 607, indicating
that the first quiet wind area appears when the wind speed is 607 m, and these effects
are caused by the construction of super high-rise buildings. From the distribution of
the two parameters of each land use, the Z,; value of most of the land is between 30
and 60, and half of the Z; value is between 2 and 10, which has an obstructive effect
on the vertical ventilation of the city; the other half is less than 1. It will promote
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the ventilation of the city; the existence of super high-rise commercial buildings and
residential buildings makes the Z value of both high, which hinders higher canopy
ventilation (Figs. 8 and 9).
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4.4 Correlation Analysis of Vertical Parameters
and Roughness

Using aerodynamic roughness parameters and urban vertical spatial morphological
parameters to carry out a univariate regression analysis, the analysis results and
correlations are shown in the figure (Fig. 10). In the results, the roughness length
Z, and the standard deviation and extreme values are significant Correlation. The
displacement height Z, is significantly correlated with the weighted average height,
standard deviation, and extreme value, and has a good correlation with the surface
area score and the weighted windward area score.

The multiple regression analysis of the aerodynamic roughness parameters and
the vertical spatial morphological parameters is carried out, and the importance distri-
bution of each spatial morphological parameter to the displacement height Z,; and
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Fig. 10 Schematic diagram of the relationship between aerodynamic roughness parameters and
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the roughness length Z is obtained:

Zg = —1.449 + 0.104H 4y + 0.8270y, + 83454, + 014, + 0.537Z;, + 7.469%
4)
R’=0.984 f,.=0.131 B, =0388 B, =0.050

max

Bi,=0.006 B7-=0.424 g5 =0.112

Zy = —0.271 + 0.079Humax + 0.76903, — 0.6694, — 0.928%, + 0.217Z;, — 2.636As
(5)

R?=0.862 By, =0.176 B, =0.635 p, =—0.007
B, =—0.092 pr=0301 B =—0.069

From the above equation, the vertical spatial form parameters that can explain the
central area of 98.4 and 86.2% Z,, Z, changes, which have an important impact on
the value of Zj is the standard deviation (0.635), the weighted average of the height
(0.301) and the extremum (0.176), the weighted height average (0.424), standard
deviation (0.388), extreme value and weighted windward area (0.131/0.112) have an
important influence on the Z; value.

5 Discussion

The current cities are showing increasingly strong heterogeneity and high roughness,
and the canopy height is gradually becoming higher due to the construction of super
high-rise buildings. In this study, The novelty is embodied in the regression analysis
of spatial morphological parameters and aerodynamic parameters that affect the
vertical direction, the use of unary regression analysis to grasp the impact of a single
parameter of air obstruction, and the use of multiple regression analysis to grasp the
degree of influence of multiple parameters on air obstruction The size enables the
future development of the city to control the parameters to expand the design, thereby
reducing the scope of influence of the spatial roughness. The follow-up research will
carry out the numerical simulation study of typical cases, and further couple with
the vertical wind speed and pressure, and finally form a more suitable urban space
development strategy.

The limitation at this stage is that the windward area calculated by the Grasshopper
script can be adapted to large-scale urban spatial data extraction, but the windward
area extraction for more complex and irregularly shaped buildings still has limita-
tions. Commonly used software, such as Sketch Up, can directly perform architectural
three-dimensional projection and combine it with the database, which can improve
the accuracy of the research.

Under future urban development, huge changes in heterogeneity and canopy
height will be inevitable. For Shenzhen, the subject of this study, there is still a
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large amount of land to be constructed in the stage of plan approval or construction.
In the future In the development of the city, the architectural form and distribution
will be more complex and diverse, and the requirements for architectural form and
spatial height and density distribution will be more precise. In this way, it promotes
the effective circulation of wind in the vertical space of the city.

6 Conclusions

This study uses GIS and Grasshopper platform to extract city-related parameters,
and combines Excel function calculations to build a model suitable for city-scale
analysis, and then combines aerodynamic roughness parameters and vertical spatial
shape parameters for statistical analysis.

The research results show that displacement height and roughness length can be
used as vertical ventilation influence indicators for large-scale urban central areas
under the current algorithm, and they are positively correlated with vertical spatial
morphological parameters. Taking Shenzhen central area as an example, the total
height of the urban canopy is 599.1 m, the main vertical roughness is within a
range of 36 m above the ground; super high-rise buildings are mostly distributed on
commercial and second-class residential land in the central area.

The linear regression model shows that the influence of vertical spatial
morphology parameters on aerodynamic roughness parameters can explain the influ-
ence of more than 85% of the spatial morphology in Shenzhen’s central area on
vertical ventilation. From the point of view of importance, in the future urban
construction of Shenzhen, attention should be paid to the control of the height differ-
ence of the buildings in the plot, building density, the height and location of the tallest
building, and the relationship between building volume and height.
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Abstract In March 2020, the United Kingdom (UK) government ruled that house-
holders must stay home as a response to the COVID-19 outbreak to help flatten the
curve of the epidemic and reduce the exponential growth of the virus. Commer-
cial activities, workplaces and schools were obliged to temporarily close in compli-
ance with the government rules. This first and most restrictive lockdown took place
from late March to early May 2020 when occupants had to stay in their homes
except for very restricted essential activities. Two other lockdowns were introduced
in November 2020 and January 2021, alongside with a range of restrictive measures
during 2020. This offered an unprecedented opportunity to investigate the impact of
a prolonged period of occupancy on household electricity consumption. In this work,
the authors compared electricity consumption data collected from 21 energy-efficient
houses in Nottingham, UK, during these lockdown periods to the same period in
the previous year. The findings indicated that the monthly electricity consumption in
April 2020, during the strictest lockdown, increased approximately 7% in comparison
to the same period in 2019. Hourly average electrical power demand profile during
this lockdown showed earlier and longer peaks in the evenings with the emergence
of a new midday peak in comparison to typical daily peaks prior to lockdown. Total
electricity consumption increased by 17% in 2020-2021, when restrictive measures
were in place.
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1 Introduction

The domestic sector accounts for 30% of UK national electricity consumption [1].
The contribution of self-generation within the sector has increased considerably,
corresponding to 1.6 TWh of electricity in 2018, which still only represented 1.5%
of the sector’s electricity consumption [1]. This highlights the importance of reducing
demand as well as encouraging self-generation to move towards a carbon neutral path.

Household electricity consumption has been slightly reduced over the years due
to continued energy-efficiency improvements and renewable generation [1]. These
improvements include optimisation on the housing size and shape, the design of
well-sized windows for natural lighting and the use of energy efficient lighting and
appliances. The reduction in the domestic consumption was also driven by changes
in energy policies and awareness such as the use of Energy Performance Certificates
(EPCs), appliance energy ratings and smart meters.

Nonetheless, one of the most important factors in the household energy consump-
tion still is the patterns of use and occupancy, attributed to occupants’ behaviour
[2-4]. Common related indicators include the number and age of occupiers, the
proportion of time residents spend in their homes, the way that they inhabit the
indoor spaces (e.g., lights on, multiple use of electrical appliances and equipment),
activities conducted (e.g., cooking, sleeping) and the amount of electrical equipment
and its usage.

Householders have historically spent a significant amount of time in their homes,
but changes in modern lifestyle have increased the number of hours that they are
out. Prior to the pandemic, the increase of working hours and commuting times are
some of the reasons that have contributed to less time at home [5]. The emergence
of the COVID-19 pandemic in early 2020 forced the implementation of lockdown
measures by the UK government in order to flatten the curve of the epidemic and
reduce the exponential growth of the virus [6]. This maximised the time spent at
home for the great majority of people, prompting a series of challenges within the
built environment and a great opportunity for research into energy usage within fully
occupied domestic buildings and the impact of this on their communities.

UK policy responses to COVID-19 were very distinct and rapidly evolved over the
course of 2020 [7]. Establishing a timeline of these responses was an essential step
to understand their impact on the domestic sector. For this study, the main interest is
to understand the policies that focused on limiting people’s movement in 2020 and
2021 to reduce the spread of COVID-19. These can be seen in Fig. 1.

In this paper, the authors looked at electricity consumption data of 21 dwellings
to assess potential changes in their electricity demand due to the stay home measures
in response to the COVID-19 pandemic. This situation offered a unique opportunity
to investigate prolonged occupancy in housing and the overall impact on the built
environment and energy systems. This work can contribute to increase preparedness
to adapt homes and their energy systems, inform the optimisation of community
energy schemes and help increase the resilience of urban and energy infrastructures.
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w = 1 e

Fig. 1 Timeline of national restrictions to limit spread of COVID-19 as illustrated by the authors,
based on Dunn et al. [7]

Please note that this investigation is limited to the electricity consumption of domestic
buildings and non-domestic building is out of the scope of this study.

2 UK Domestic Electricity Consumption

Data from Office of Gas and Electricity Markets (Ofgem), organisation that regulates
electricity and natural gas in Great Britain, estimates a typical domestic consumption
value (TDCV) of 2900 kWh/year in 2020 [8], a reduction from the previous years,
estimated to be 3,100 kWh/year in 2017 [9] and 3200 kWh/year in 2013 [10, 11].
Using 2020 data, this represents approximately 8 kWh daily and 242 kWh monthly.
These are median figures and exclude very high users of electricity, and hence
can be thought of as being more representative of typical household consumption.
Nonetheless, a study conducted between 2010 and 2011 investigated 251 owner-
occupier households and identified higher TDCV equivalent to nearly 3700 kWh/year
[12]. This corresponds to over 10 kWh daily and nearly 310 kWh monthly. These
figures exclude heating demand, which is mostly supplied by gas in the UK.
Typical UK domestic electrical energy consumption profile consists of daily peaks
that occur in early mornings and evenings [13]. Morning peaks have been reduced
over the years associated to changes in modern lifestyle. Evening peaks have been
delayed in time also due to changes in people’s work and social routines. The latter is
relatively consistent in itself throughout the year and is the highest level of household
electricity demand [5].
The magnitude of the peaks is not only determined by the time of the day, but
also by the day of the week (weekday or weekend) and seasonality [5]. Whilst
the daily demand in the week is bigger than in the weekend, it is estimated that
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the difference between weekdays and weekend days has diminished [5] given the
range of activities the occupants do outside of their homes over the weekends. Also,
seasonality effect should be accounted in the energy use. Whilst, cold appliances
(fridge/freezer) are responsible for higher energy usage in summer, lighting, wet
appliances (washing/drying) and cooking (e.g., oven, hob, kettle, microwave) have
higher usage in winter [14, 15].

A study that analysed households electricity consumption data between 1974
and 2014 demonstrated that one of the shifting patterns associated to the electricity
consumption reduction over the years was food-related [5]. It consisted of the reduc-
tion of breakfast and lunch times and the push to a later evening peak, which was
driven by social transitions such as patterns of employment, longer working hours,
home-coming times, and commute hours. The study also suggested that the house-
hold’s electrical energy consumption during typical work hours was reduced over the
years as a consequence of a social lifestyle, with fewer people working from home
and most households in a working-away system, that included not only males but
females [5].

In the context of the COVID-19 outbreak and the imposed Stay Home period,
these changes in the household’s electricity consumption were attenuated as most
meals were eaten at home, commuting was excluded from the daily routine and
working hours were flexible. These changes applied to most who were not essential
workers, such as health and delivery workers in the first national lockdown.

UK electricity demand dropped by 12% during the second quarter of 2020, the
period corresponding to the first lockdown, with an estimated annual fall of 6% [16].
This was attributed to the reduction in services (commerce, education) and industry
[17]. As a consequence, households nationwide experienced an increase in electricity
demand. However, domestic electricity demand was reported to have increased by
only 3-6% during the first lockdown, rather than dramatically surging [17, 18].
Considering UK average electricity prices of 0.144 GBP/kWh [19], this would
correspond to an average annual electricity bill increase of 15-29 GBP, respectively.

3 Method

Electricity consumption data collected from 21 dwellings was used to analyse the
impact of prolonged occupancy on domestic energy consumption. The investigation
considered the period from the start of March 2020 to the end of February 2021,
which corresponded to a year-period where a range of national restrictive measures
were in place. Electricity data from the same corresponding period in 2019 and early
2020 was used for comparison purposes.
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3.1 Trent Basin Community Energy Scheme

Trent Basin is a housing development and community energy scheme built in
Nottingham. It comprises low-energy houses and community assets, which include
one of Europe’s largest community energy batteries with a capacity of 2.1 MWh
and a photovoltaic panel system rated at 200 kWp. The development is structured
into different phases. The first phase is the object of this work, which includes 35
semi-detached and terraced 3-storey houses (3—5 bedrooms) with areas of nearly
110 m?, and a block of flats with 10 units (2—3 bedrooms) of circa 60 m? [20]. The
project was selected due to the availability of robust datasets and access to buildings
and their users.

3.2 Monitoring Households

A total of 21 participating households were considered in this study. Electricity
data was collected over a period of two years using Class 1 energy sensors [21]. The
sensors were installed in the consumer unit and connected to a cloud platform for data
storage and analysis [22], which allowed the continuity of data collection during the
pandemic. Motion count data was also used to provide occupancy information. Data
was collected from a passive infrared motion sensor, installed in the main hallway
of each property. A count was incremented whenever the sensor was triggered thus
giving an indication of occupancy. The data collected was made available through
an on-line data platform.

In the monitored houses, electricity is the energy source for lighting, cooking,
appliances, and electrical equipment, while gas is the source for hot water and heating.
Gas consumption is not analysed in this work due to lack of metering and little
use of central heating due to an energy-efficient envelope, which reduces overall
consumption.

4 Results

Yearly average electricity consumption across the 21 monitored households corre-
sponded to 3054.4 kWh in 2020-2021 during COVID-19 restrictions, this repre-
sented a consumption of nearly 17% more than in 2019-2020, prior to restrictions
(Table 1). Considering UK average electricity price of 0.144 GBP/kWh [19], this
corresponds to an increase of 65 GBP per year per household. Monthly consumption
was consistently higher in 2020-2021 in comparison to 2019-2020 (Fig. 2). The
average daily electricity consumption was equivalent to 8.4 kWh, over 1 kWh per
day more than in 2019-2020.

Total yearly electricity consumption per property (Fig. 3) corroborates the findings
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Table 1 Electricity Period 2019 March to 2020 | 2020 March to 2021
consumption in 2019-2020 Februar Februar
and 2020-2021, in kWh Y Y
Daily average 7.1 8.4
Monthly average | 216.9 254.5
Yearly average 2603.4 3054.4
= Comparative of monhtly average electricity consumption and external monthly temperaturesin ~
B3 2019 March - 2020 February and 2020 March - 2021 February - all monitoring properties 9
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Fig. 2 Monthly average electricity consumption—all properties

Comparative yearly electrical energy consumption in 2019-2020 and 2020-2021
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Fig. 3 Total yearly electricity consumption in 2019-2020 and 2020-2021—per property
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Comparative monthly electrical energy consumption in April 2019 and 2020
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Fig. 4 Monthly electricity consumption in April 2019 and 2020—per property

that suggest higher electricity consumption during the year of COVID-19 restrictions
in comparison to the previous year. A total of 16 households (76% of the sample)
showed a higher consumption in 2020-2021 than the same period in 2019-2020 and
this varied from a minimum of over 10% to nearly 65% more, depending on the house-
hold. Five households (24% of the sample) had lower consumption in 2020-2021
in comparison to the prior year. This was relatively large in two of the households
(properties number 3 and 18), with consumption reductions of 27% and 43%, respec-
tively; Properties number 15, 19 and 21 had slightly lower energy consumption in
2020-2021, a reduction of approximately 5% compared to the previous year.

Looking at the monitoring households individually and using data from April
2020, which corresponded to the period with the strictest lockdown and restriction
measures, the findings suggested that most of houses showed an increase of their
electrical energy consumption in comparison to the same period in 2019. This incre-
ment in the demand varied from 9% to up to 95% more in April 2020 than in 2019
(Fig. 4).

However, a total of 6 households (29% of the sample) showed higher demand
prior to the restriction measures in 2019-2020 (these were properties number 3, 4,
14,18, 19 and 21). In 2 out of these 6 houses (house number 4 and 14) this difference
was very small and considered to be almost negligible. This might suggest that there
were not significant changes in the household’s lifestyle (e.g., working from home
prior to lockdown, pensioners, key workers).

Property number 18 showed a considerable drop in energy consumption in April
2020, which when correlated with collected motion count data for the corresponding
period, suggested an unoccupied or partially occupied house in comparison to the
same period in 2019. Motion count was 20 in April and 601 in March 2020. This
same property had readings of 4198 and 4812 in March and April 2019, respectively.
It should be mentioned that the national restriction measures limited households to
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Comparative weekly electrical energy consumption - prior to and during the strictest lockdown
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Fig. 5 Weekly electricity consumption per property—weeks prior to and first week in lockdown

mix with each other. As consequence, some households opted to stay and self-isolate
at other residencies with family members.

The week prior to the first and strictest lockdown (commencing on 16th March)
was compared to the first week in lockdown (commencing on 23rd March). The
findings indicated an increase in energy consumption in the majority of monitored
houses. However, this increase showed a variation from approximately 1% (house
number 11) to up to 132% (house number 12) (Fig. 5). Only three dwellings had a
higher consumption in the week prior to lockdown in comparison to the first week
in lockdown (house number 15, 18 and 21). This was largest in property number 18,
which, as mentioned before, was associated to an unoccupied or partially occupied
property. The data also suggested a progressive increase in electricity consumption
as lockdown approached. Two weeks prior to lockdown, electricity consumption was
lower than the week that led to lockdown in most properties.

Hourly average electrical power demand of 21 properties (represented by different
colours) with a quarter hour resolution were plotted comparing April 2019 and 2020
(Fig. 6). The results highlighted a late morning peak, followed by a new peak around
noon as a result of meals being prepared at home and a more distributed evening
peak, starting earlier in comparison to the period prior to the lockdown.

5 Discussion

Data from the Trent Basin monitored households was used to explore the impact
of the COVID-19 pandemic on domestic electricity consumption. The results of 21
households during a 2-year period revealed an overall increase in consumption of
17% during the restriction period (March 2020 to February 2021) in comparison
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Fig. 6 Hourly average electrical power demand in April 2019 and 2020—per property

to the same period prior to restrictions (March 2019 to February 2020). Assuming
UK average electricity unit prices, this would increase energy bills by approximately
65 GBP per year per household. These findings are higher than those suggested by
the electricity providers, which state an electricity consumption increase of 3—-6%
within the UK domestic sector, as a consequence of the stay home measures of the
second quarter of 2020. Furthermore, all months during the restriction period (2020—
2021) had higher consumption in comparison with the period before restrictions. The
highest differences were in September 2020 and January 2021, which represented a
consumption 27% and 26% higher than the same period prior to restrictions, respec-
tively. It should be noted that 2020-2021 included a range of different levels of
restrictions and the period included in this investigation accounted for the three lock-
downs in the UK (Fig. 1). Yet, the national electricity impact of the COVID-19
restrictions measures in the domestic sector still needs to be fully accounted for and
this study aims to contribute to bridge this gap.

When comparing Fig. 1, which illustrates the national policies to tackle COVID-
19, and Fig. 2, which shows monthly average electricity consumption in 2020-2021,
there is no direct correspondence. One of the lowest differences in the consumption
between 2020-2021 and 2019-2020 occurred in April, the same period when the
strictest lockdown was in force. Energy consumption increased by 7% and was
slightly higher than the expected national range at that time (3—6%) [18]. It should
also be mentioned that the monthly average temperature in April 2020 corresponded
to 11 °C, 1.5 K higher than in 2019, and this might have helped reduce this difference
in the consumption between 2020 and 2019. This suggests that occupancy patterns
are not the only determinant of increased energy consumption but other variables
such as lifestyle and temperatures are other important factors influencing demand.

This intertwined relationship between prolonged occupancy and weather can also
be observed when looking at September 2020, when monthly averages between 2019
and 2020 were practically the same (14.7 °C) but the consumption in 2020 had one of
the highest differences in comparison to the same period in 2019. In September, the
measures were eased but staying home and social distancing were strongly advised
and were common practice.
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Looking at households individually during the strictest period, 71% of the house-
holds had increased demand and 29% had decreased demand related to the previous
year. However, in at least one case, lower demand in lockdown was associated with
reduced occupancy. This shows the importance of combining energy consumption
data with occupancy data (e.g., motion count, questionnaires) for better under-
standing of how residents have inhabited their homes and what changes were
made.

Another relevant aspect to be considered within this context is the increased owner-
ship of electrical vehicles (EV). The reduced need for EV charging when working
from home tends to significantly decrease electricity consumption in comparison to
when the period that EV charger is used on a regular basis.

Even though this work used motion count as an approximation for occupancy,
one of the limitations is the lack of evidence gathered with the residents about how
the houses were inhabited. This would help better understand the data collected and
explain deviations in the data in more detail.

Also, future research will look at individual appliances usage to evaluate habits
and routines that have changed or become more pronounced during the restriction
period. This can feed into the definition of pandemic dwelling profiles, useful for
energy consumption predictions.

6 Conclusions

This work examined electrical energy data of energy-efficient homes, which are
part of a community energy scheme, in Nottingham, UK. A total of 21 homes were
monitored over a 2-year period. This research aimed to investigate whether there was
an increase in the electricity demand in 2020-2021 when compared to 2019-2020,
as a result of the UK measures restricting people’s movement to reduce the spread
of COVID-19.

Findings suggested that during 2020-2021 the households had an average increase
in their annual average consumption of 17% when compared to 2019-2020, which
corresponds to an additional cost of approximately 65 GBP assuming UK average
electricity unit prices. At a household level, analysis of weekly data prior to and
during lockdown showed a large variance, with the majority of homes increasing
their electricity demand, varying from nearly 1% up to 132%. Several properties
showed a reduction in the consumption of up to nearly 60% but the highest reduction
was associated to an unoccupied or partially occupied property. Cross-comparison
of consumption and occupancy data, in the form of motion counts, was shown to be
helpful to identify if houses were inhabited or not. The research also suggested that
factors such as external temperature play an important role along with lifestyle and
patterns of occupancy.

Hourly analysis identified a new trend in the electricity consumption, with a new
peak around noon when cooking was added to the baseline of daily consumption.
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Early morning electricity demands were delayed when compared to the previous
pattern, while evening peaks were earlier than before and spread across the evening.
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Embodied Energy and Global Warming )
Potential of Radon Preventive Measures Gedida
Applied in New Family Houses

Licia Felicioni ®, Antonin LupiSek ®, and Martin Jiranek

Abstract Radon inside buildings represents the primary source of human exposure
to ionising radiation in the world. Studies in many countries have shown that high
indoor radon levels are the second most frequent cause of lung cancer. This gas can
enter a building through cracks, fractures, or other leaky places in structures that are
in contact with the soil, incrementing the radon concentration indoors. The radon
protective measures on buildings represent embodied and operational environmental
impacts, which were more or less neglected so far. Nevertheless, as buildings have
become more energy-efficient, the radon preventive measures impacts are recognised
as being more and more significant and shall be thoroughly investigated. This paper
performs a comparative analysis of embodied primary renewable and non-renewable
energy and global warming potential (GWP) for alternative preventive measures. On
this basis, the paper aims to assess the additional contribution of embodied impacts
of three types of radon preventive measures for a single-family house located in a
potential radon prone area. The embodied impacts are calculated for the A1-A3 LCA
stages associated with the radon preventive measures and compared them against each
other to find the additional embodied impacts compared to a family house without
radon protection. The results indicate that the embodied energy and the GWP increase
as more protective elements the measure contains, also considering the impacts of
soil excavation.
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1 Introduction

Radon gas has been recognised as the second most frequent cause of lung cancer
after tobacco smoke [1], with a vulnerability that accounts for 10-15% [1, 2]. For
many people, it is the primary source of exposure to ionising radiations [3, 4]. Radon
is defined as a silent killer since it is invisible, tasteless and odourless [5, 6]. This
radioactive noble gas that is in the soil (and in a lower percentage in the construction
materials and water [7]) can easily enter the buildings through cracks, pipes, and
fractures at the foundation level [8]. The radon supply rate from the soil to the indoor
environment is proportional to the soil’s permeability [9]. Once radon is inside the
building, it accumulates in the spaces directly in contact with the ground (ground
floors, underground floors, cellars) [10]. The European Union with the Directive
2013/59/Euratom [11] recommends that, if the average radon concentration in a
dwelling exceeds 300 Bq/m? (the action level), measures should be taken to decrease
the amount, indifferently for new and existing buildings or residential and work
buildings.

A European Union’s challenge is to address a drastic decrease in demand for
energy in the building sector, now amounting to 40% of the total European consump-
tion with related 36% CO, emissions [12]. The EU/2010/31 directive [13] indi-
cates the minimum requirements for service and technical solutions should be
accomplished within an optimised balance between investments and energy savings
obtained during the building life cycle. However, the energy spent and the green-
house gases emitted during the materials production stages (e.g. materials extraction
and manufacturing) cannot be omitted.

Currently, the literature does not present studies on the environmental impacts
deriving from the production of materials used to design radon protective/preventive
measures. A literature review has been conducted in research engines and databases
(specifically Elsevier’s Science Direct, MDPI, Google Scholar) to identify studies
on radon measures in buildings and their impacts on the environment. The keywords
“radon in buildings”, “radon and environmental impacts”, “radon protection and
sustainability”, and “radon measures embodied impacts” have been used for the
research. The results highlighted that there is still a gap in the literature about this
topic, which is why this paper is focused on it and tries to narrow it down. However,
studying different measures in the perspective of sustainability is not new [14, 15];
radon measures use components, such as waterproofing materials, that are used in
roofs. Thus, to some extents, the effects of such roof materials on the environment
have been studied for slightly different purposes [16].

Indeed, this work aims to highlight the additional embodied primary renewable
and non-renewable energy (EE) (expressed in GJ) and embodied global warming
potential (GWP) (expressed in kg CO; eq.) for radon preventive measures for single-
family houses, as they are an essential part of attempts to reduce radon risk [4, 17].

This manuscript does not aspire to cover all the environmental impacts of radon
preventive measures over the entire building life cycle. However, it highlights the
“cradle-to-gate” boundary, strictly connected to the material production stream (from
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the supply of raw material to the delivery to the gate). Based on these premises,
the analysis proposed aims to define three indicators for the A1-A3 product stage
(embodied renewable/non-renewable energy and GWP) related to four different
protective scenarios for a single-family house case study. The aim of the manuscript
is looking for additional environmental embodied impacts of radon preventive
measures. This assessment is done comparing the three variants’ results with a basic
floor solution in the range of embodied energy and carbon per m? (e.g. GWP/m?) of
the same single-family house.

2 Context to Literature and Project

A key priority of the Directive 2013/59/Euratom [11] is reducing the exposure to
radon in buildings. Moreover, the Directive increases the awareness of radon risk
indoors by implementing rules in every European country since 2018 with consequent
monitoring and mitigating actions [3].

New buildings should be designed and built using preventive measures to reach
a radon concentration as low as plainly obtainable [18]. Many European countries
are spending resources developing programs for such aim [19]. The problem of high
radon indoors concentration is present in Europe and countries (e.g., Canada [6],
United States [20]) where the heating indoors is privileged since there is a high-
temperature difference between outdoors and indoors in winter [21, 22]. Moreover,
the building thermal retrofitting may improve the envelope airtightness and, conse-
quently, reduce the air exchange rate if the ventilation is not precisely and simultane-
ously controlled [7, 10, 23]. This phenomenon, accompanying a possible reduction
of the air exchange rate, leads to higher indoor radon concentrations in thermally
retrofitted residences [24, 25].

This paper was created as a part of the EU RadoNorm project [26] under the
umbrella of the Horizon 2020 framework programme (H2020). The project scope
looks towards effective radiation protection based on improved scientific evidence
and social considerations. The authors’ task is related to assessing the impact of
various types of buildings radon protective and remedial measures on the envi-
ronment. This paper is part of a broader study that compares other scenarios and
parameters.

3 Methodology

3.1 Variants

In this work, a two-floors new single-family house is selected as a case study because
it could be seen as representative and easily replicable. The building footprint is
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Table 1 Scenarios of preventive measures incorporated in floor structures

Scenario | Description

A Floor without radon preventive measures
B Floor with continuous PVC-P radon-proof membrane
C Floor with continuous PVC-P radon-proof membrane 4+ natural ventilation of the

gravel layer with the exhaust above the roof (exhaust pipe is within the building)

D Floor with continuous PVC-P radon-proof membrane + natural ventilation of the
floor air gap made of plastic components with the exhaust above the roof (exhaust
pipe is within the building)

Scenario A is for reference
PVP—P Softened polyvinyl chloride

72.4 m?, with a standard height of 2.7 m per floor. The building footprint represents
only the floor area that interfaces with the ground; it does not have a basement.

Among the current known radon preventive techniques for a single-family house
[4], three have been chosen for this work and are summarised in Table 1 (scenario B
to D).

These described scenarios are compared with variant A—basic strip foundation
without specific radon-preventive measures—to understand the additional embodied
impacts of the considered protective techniques. To better comprehend the location
of the solutions, Fig. 1 shows a schematic representation of the ground floor for
scenario C and D.
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Fig. 1 The building layout for which the assessment has been considered. On the left, representa-
tion of scenario C with perforated tubes and vertical exhaust pipe. On the right, representation of
preformed plastic components (50 x 50 cm), inlets in the corners, and vertical exhaust pipe (on the
right)
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Fig. 2 Detail of basic floor structure without radon-proof techniques

Scenario A

This first scenario is a basic floor structure placed between concrete foundation
strips without radon protection that is taken into consideration for assessing the
additional impacts of the variants with radon preventive solutions (Fig. 2). In all
four scenarios, the exterior wall is designed with a clay block wall with a reinforced
concrete structure and external insulations; however, in the calculation, the external
wall and the foundation strips are not considered because they are present in all cases
and, consequently, they are not relevant for assessing the impacts of the radon-proof
solutions.

Scenario B

The second scenario chosen presents the same foundation systems offered by scenario
A but with an additional radon-proof membrane between thermal insulation and the
blinding concrete layer (Fig. 3) [27]. This softened PVC membrane improves the
foundation’s protection, avoiding soil gases from entering the house [6, 28, 29].

Scenario C

The third scenario is similar to scenario B, but flexible perforated pipes in the gravel
layer (15 cm in thickness) are placed (Fig. 4). These pipes are connected to a vertical
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Fig. 3 Detail of a floor structure with continuous radon proof membrane

exhaust pipe (diameter 12.5 cm) that work as an outlet. This solution works passively.
Atleast one perforated pipe is laid under each room. The diameter of perforated pipes
was considered to be 8 cm.

Scenario D

The fourth scenario includes the air gap with preformed plastic components (also
known as igloos), a PVC-P radon-proof membrane, four inlets, and a vertical exhaust
pipe (Fig. 5). This technique involves drawing the air naturally using the exhaust
pipe that runs through the building from the air gap to the roof (60 cm above the
roof latest layer). The inlets allow the outdoor air to enter the air gap and, with the
principle of cross ventilation, dilute the radon concentration through the exhaust pipe
that works as an outlet [30]. This solution requires special attention in sealing the air
gap to avoid increasing energy costs and long-term problems of frozen pipes and cold
floors; consequently, it is necessary an extra layer of thermal insulation [21]. This
technique could be transformed into an active system (active soil depressurisation)
if a roof fan is placed at the extremity of the exhaust ventilation pipe and the inlets
are sealed [6].



Embodied Energy and Global Warming Potential of Radon ... 63

P CIRRARNGE FLI0RED O o i
3 P ) PR ol SR RENT SR 18

1 5F PO O o T
1 THE EMEL B (F

TR I 1
B CTEXTIE S0 g

B P USSR 138 e

o TR T S e o

L] LTITITTE & STENL AR 18 e

S0 IR LETD TUBE o= B o t
12 EEHALET PIE g 12 Sy |
13 P PR T8 [

Fig. 4 Natural ventilation of the subfloor gravel layer with perforated pipes and a vertical exhaust
pipe

3.2 Indicators

After selecting the floor scenarios, the Environmental Product Declarations (EPDs)
collection for the environmental data for the LCA product stage (A1-A3) was done for
each building element. Indeed, the foundation system was considered as the sum of
building elements (e.g., concrete, pipes) composed of sub-elements (e.g., insulation
and finishing). The impact of building’s operational energy and water consumption
has not been selected for this assessment. Inputs for embodied impacts were found in
online and open-source databases, such as EPD International [31], Okobaudat [32],
EPD Online Tool [33], and EPD Ireland [34]. A potential constraint using the
presented method is given by using the construction options available in these LCA
open-source databases. Table 2 shows which environmental impacts were collected
for each building element in the A1-A3 product stage:

3.3 Impact Assessment

The total embodied impact calculation was not conducted in any specific LCA soft-
ware but directly in MS Office Excel. Needed data were imported from the EPDs
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Fig. 5 Air gap with igloos and exhaust vertical ventilation pipe

Table 2 Impact categories and their unit of measurements

Impact categories Acronym Unit measure
Primary energy (non-renewable) PENRT [GJ]

Primary energy (renewable) PERT [G]]

Global warming potential GWP [kg CO; eq]

collected from LCA open-source databases. The bill of quantities was used to calcu-
late each material’s embodied impacts once all the data were converted to the same
declared unit—1 kg. Consequently, the sum of the embodied impacts per each cate-
gory was done to have the total embodied energy and embodied GWP for each
scenario. These final values were compared to understand the additional impacts
radon preventive measures have compared to scenario A (basic floor structure without
radon-preventive techniques).

4 Results

The case study model’s building elements and their embodied energy and GWP were
processed to calculate the total embodied impacts for the four scenarios. The range
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Fig. 6 Analysis of embodied impacts of the selected scenarios (A-B-C-D) per 1 m?

of the embodied impacts are presented in Fig. 6, both for embodied energy (EE),
divided into non-renewable (PENRT) and renewable (PERT), and GWP expressed
in embodied emission of greenhouse gases (GHG) for each floor scenario. The
embodied non-renewable energy is increasing every scenario that present radon
preventive measure, especially in scenario D with a growth of 6.2% compared to
scenario A; moreover, in the renewable energy embodied impact, and it is visible an
increase of 1.7% for the scenario C compared to the variant without radon preven-
tive techniques. Even for GWP in the radon preventive scenarios, there is an addi-
tional impact, primarily for scenario C, that presents a growth of 5.2%. The impacts
derivating from the extraction process are counted in the sum. The selected machine
is a skid-steer loader that burns 0,13 kg of diesel for excavating 1 m?. The excava-
tion machine’s consumption is proportional to the soil cut volume; for this reason,
scenario D presents the highest embodied impacts since it needs a soil excavation of
33 cm more profound than scenario A (22 cm more than scenario C).

5 Discussion

The results on embodied impacts for different floor scenarios allow observing how
radon preventive techniques produce more or less evident effects during the “cradle-
to-gate” stage. One of the relevant outcomes of this study is that radon-preventive
measures bring additional embodied impacts compared to a basic floor scenario that
does not include any gas protection techniques. For instance, scenario B, compared
to scenario A, presents a PVC-P membrane, showing an increase of 2.0% in total
embodied energy and 1.8% in GWP. These results explain the additional impacts of
a simple radon-proof membrane. Figure 6 highlights that scenario D has not much
higher embodied impacts than C, even if many radon preventive techniques are
adopted. The explanation of this result is probably given by the quantity of concrete
used in the foundation. In scenario C, the quantity of concrete is higher by 1 cm
than in the D (10 cm in C for the concrete screed and 5 cm for screed + 4 cm of
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concrete average uniform thickness needed for fill the igloos crowns in D). This 1 cm
difference influences the results of embodied impacts because the embodied energy
and GHG emissions of concrete are higher than other building components.

5.1 Limitations of the Study

The study is limited since simplified boundary conditions (foundation system and
not the whole building) have been considered in running the calculation of embodied
impacts during the A1-A3 product stage. Results can be different according to the
EPDs and the open-source LCA databases chosen.

6 Conclusion

This paper was created as a part of the EU RadoNorm project under the umbrella
of the Horizon 2020 framework programme (H2020). This project aims to reduce
the indoor level of radon concentration, but one task is to analyse the additional
embodied impacts of radon control techniques for three indicators (PERNT, PERT,
and GWP). This work has considered a single-family house case study since it is
the most manageable and replicable solution. Three different floor scenarios with
passive radon preventive measures have been chosen and compared to a standard
solution without anti-radon specifics. The results highlight the additional embodied
impacts of different radon preventive scenarios. However, the results differ greatly
in dependence mainly on the quantity of concrete used in the foundation since it has
a quite high impact on the environment. Further development of the study would
undoubtedly benefit if a complete life cycle, including production, construction, use,
and end of life stages, is considered and active anti-radon techniques chosen.
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Automatic Architectural Drawing )
Labelling Using Deep Convolutional L
Neural Network

Seyed Masoud Sajjadian, Mina Jafari, and Xin Chen

Abstract Architectural designers and technologists are able to make an assessment
on buildability, thermal and hygrothermal performance of design details. To process
drawings, human vision segments, classifies and distinguishes the drawing objects
on the basis of their knowledge. With the rapid advancement of Artificial Intelli-
gence methods, vast opportunities become available for performing tasks that used to
require human intelligence or assistance by humans. Image processing and analysis is
one of these tasks that consists of the manipulation of images using algorithms. There
are various applications in different fields, and the use of it is increasing exponentially.
This paper explores the use of image processing in identifying building materials in
order to check compliance with building regulations and identify anomalies. In this
paper, an encoder-decoder based deep convolutional neural network (DRU-net) for
image segmentation is applied on architectural images to segment various materials
including insulations, bricks and concrete in the conceptual development phase. An
experimental analysis is performed on numerous detail drawings and an evaluation
is made by mathematical models.

1 Introduction

Building regulations are an essential part of the UK government approach to protect
health and well-being of users, conserve fuel and preserve environment. Building
Control Bodies (BCBs) have the authority to ensure requirements are met in each
construction project. However, variety of construction methods and complexity of
drawings, unpredictable changes and pressure of time may cause an increase in
human errors. No substantial studies exist (as of today) to adequately demonstrate
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the compliance level to regulations typically achieved in each project. However,
numerous studies reported significant failures in complying with building regulations
not only in the UK but also in other countries like Canada and Australia. They also
reported complexity of regulations, lack of consistency and knowledge of detail
drawings, adequate monitoring and time pressure, etc. are causes of non-compliance
[1].

Architecture and construction have significantly benefited from a wide range
of computer programs from modelling to management and analysis. However, the
industry still suffers from the lack of substantial digitization like other sectors and
is among the least digitized [2]. The industry still relies on paper to manage most of
it processes that includes design drawings, procurement, daily progress reports, etc.
The lack of a common and integrated platform in projects and the loosely coupled
systems of tools where each component has limited knowledge of the other are known
to be the main reasons for the industry’s insignificant productivity in digitization
compared to other industries [3].

The rapid development of Artificial Intelligence and deep learning as a subfield
of it could help the construction industry in various aspects. Generally, deep learning
is inspired by the human brain and learns from large amounts of data. It consists of
networks capable of learning and the related algorithms perform a task repeatedly
to improve the outcome similarly to how humans learn from an experience [4].
The networks work on the basis of a collection of nodes (artificial neurons) that
model the neurons in a human brain as shown in Fig. 1. There has been numerous
advantages to this method in fault tolerance, ability to learn very complex issues
and development potential [5], industrial engineering inspection processes, quality
control and detection of contaminants, in building performance to determine comfort
level [6, 7] and in medical sciences [8].
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Fig. 1 Structural of biological neuron, image on the left from [13]
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Image segmentation is a process of dividing an image into some categories of
objects. Currently most of the segmentation methods depend on thresholding algo-
rithms [9]. Gunay et al. [10] conducted a study on detecting occupants’ presence
in offices using image processing algorithms and correctly interpreted 95% of the
occupied period and 93% of the unoccupied period. Similar study is conducted by
Benezeth et al. and they reported an accuracy of 97% [11] Further studies by Amin
et al. on potential accuracy of people counting systems on low resolution images
resulted an error of within 3% in eighteen experiments [12]. Because of such relia-
bility, in this paper, an image segmentation method based on deep learning is used
to segment architectural images. In the following the method is described in detail.

2 Methods

In order to prove compliance with building codes it is vitally important to make a
clear demonstration between the specification of the used materials and the relevant
requirement from a building code (e.g. how the design detail claim the required
U-Value). The framework for the programme is adjusted as follows and shown in
Fig. 2.

2.1 Data Preparation

Numerous detail drawings from Robust Detailing Limited, Accredited Construction
Details (ACDs) and Building Research Establishment (BRE) in compliance with
the energy efficiency requirements (Part L) of the Building Regulations were chosen
to train the model. Each drawing is given a scale in order to determine the construction
layer thicknesses. Each material in the drawing is given a colour that works as a

Data Preparation -
Preparation of detail
drawings from
external sources

Pre-processing - Drawings are simplified
(resized and changed to greyscale) for
faster processing

Bilateral evaluation: Image segmentation - Images are
Computational & partioned on the basis of materials and
Building Regulation architectural hatches

Compliance check

Fig. 2 The overall scheme of our proposed method
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reference code for material thermal specification. The colour can be mapped for a
separate drawing by the model.

2.2 Image Segmentation

The goal of image segmentation is to label each pixel of an image. The output of the
model is a high resolution image (the same size as input image) in which each pixel
is classified to a particular class. Figure 3 presents some image examples and their
corresponding ground truth labels.

The performance of computer vision systems has been significantly improved in a
wide range of applications by the idea of deep convolutional neural network (DCNN)
proposed by LeCun [15]. DRU-net [16] is chosen to be used as the DCNN model in
this paper. DRU-net is an encoder-decoder DCNN model for image segmentation.
This network includes two paths, encoder and decoder. Encoder is used to extract the
context and meaningful features from the input images, while the decoder enables
an accurate localization by transforming these features into a segmentation map
corresponding to the input image. The structure of the encoder consists of a stack of
convolutional and max pooling layers, and the decoder includes convolutional and

b

Fig.3 The images and the corresponding ground truth labels. a natural images [14], b architectural
images used in this study
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Fig. 4 The structure of DRU-net [16]

transposed convolutional layers. Figure 4 presents this network. For more details
about the network, the readers are encouraged to read [16].

The input to this model is the architectural images and their corresponding ground
truth labels, and the output is the segmentation results produced by the DRU-net as
shown in Fig. 4.

2.3 Evaluation

The accuracy of the proposed method needs to be evaluated to show how precise
the proposed method is. The accuracy in image segmentation is measured based
on the agreement between the estimated segmentation output and the ground truth
segmentation mask. In this paper, the segmentation performance was assessed by
using Precision, Recall, and Dice. These measures are often used to quantify the
performance of image segmentation methods and reveal how similar the segmenta-
tion output of the method and the ground truth labels are. These measures are defined
as follows:

. TP
Precision = ———— (D
TP+FP

TP

Recall = ———— (2)
TP+ FN

. 2T P

Dice = 3)

2TP+FP+FN

where true positive (TP) represents pixels that are correctly predicted according to
the target mask, whereas false positive (FP) represents pixels falsely segmented as
foreground, and false negative (FN) shows pixels falsely detected as background.
The higher value of these measures shows the higher performance of the methods.
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In other words, a higher value shows a higher agreement between the segmentation
output of the model and the ground truth segmentation mask.

2.4 U-Value Measurement

U-value measurement is for a building element made of uniform and parallel layers.
The heat flow is straight from inside to outside through such an element. To measure
the U-value, a sum of the thermal resistances of each layer is required, however all
building components have non-uniformities (layers that are not parallel or plane)
which means that the heat does not travel straight through them. For the purpose of
U-Values, in numerical methods, construction is always considered as uniform in
one direction meaning that three dimensional effects do not influence the overall U-
Value significantly [17]. BS EN ISO6946 suggested calculation as follows [18] where
R is material resistivity, d is the material thickness and K is thermal conductivity
coefficient (K-Value):

4)

UValue = 5
e = PRI T R2+R3+ -+ Rn )

Furthermore, Approved document Part L1A sets out the concurrent notional
dwelling specification as shown in Table 1, even though better fabric performance is
likely to be required to achieve Target Emission rate (TER) and Target Fabric Energy
Efficiency (TFEE) [19].

By deriving data from the drawings, calculations take place for a section on each
drawings. U-Value calculator follows to the numerical method (BR 443) and make
calculations based on conductivity rates and layer thickness. The method has the
capacity to calculate Psi (W) value too which is a measurement of heat loss (W/m K)
across a given junction between the external wall and another element. The material
specification should be given manually to the developed program due to diversity
of materials thermal characteristic range especially insulations (Fig. 5 demonstrates
the thermal conductivity rates for most commonly used insulation materials), the

Table 1 Concurrent notional

. S Roof 0.13 W/m? K
dwelling specification
Wall 0.18 W/ m? K
Floor 0.13 W/m? K
Party wall 0.20 W/m? K
Windows 1.4 W/m? K
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algorithm only detects the material on the basis of architectural hatch, understand
the scale and runs the calculations.

3 Experimental Results

We trained the DRU-net on the pre-processed images and their corresponding ground
truth labels of 2D architectural images. The datasets, training parameter settings and
the experimental results are reported in this section.

3.1 Materials and Datasets

The model is trained to recognise standard hatching styles for construction materials.
For the initial phases, insulation, bricks and concrete were used in the recognition. To
train the model, we prepared 12 architectural images and their corresponding ground
truth labels. The images were annotated manually by an expert. For all experiments,
the dataset was randomly divided to 70% for training, 10% for validation and 20%
for testing. Because the amount of data available is limited, sixfold cross validation
is used to reduce the sensitivity of the performance estimation to the partitioning of
the data.
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The deep-learning model run on a graphics-processing unit NVIDIA GeForce
GTX 1080Ti. The code was implemented in Python based on Tensorflow 2.0, and
the code is available at GitHub (https://github.com/MinaJf/DRU-net).

The model was trained for 100 epochs. The learning rate was set to 103, and
decayed by multiplying 0.8 for every 10 epochs. The initial feature channel number
for the encoder-decoder architecture was 16, and the number of layers for both the
encoder and decoder was 5.

3.2 Pre-processing

The first step is to convert the image to grayscale image. In this process, a coloured
two-dimensional image is transformed into a grayscale version of the image.
Coloured images introducing unnecessary information which increase the amount of
training time. Therefore, the main reason of this image conversion is that grayscale
image simplifies the model training and reduces the computational time.

Besides, all the images were resized to 256 x 256 pixels. Another important pre-
processing step is image normalization that rescales the pixel intensity values. In
this work, all resized images were normalized to the range of — 1 and 1 by using
zero-mean normalization.

4 Results

In this section, DRU-net is compared with U-net [21] and Residual U-net (RU-net)
[22] in terms of accuracy. U-net and RU-net are two DCNN models that are chosen
here to compare their performance with DRU-net. Dice, Precision, and Recall for
U-net, RU-net, and DRU-net are reported in Table 2. It can be seen from Table
2 that DRU-net outperformed U-net and RU-net (a higher value indicates a better
performance). U-net and RU-net could not segment some of the materials resulting
in zeros for Dice, precision and recall measures, while DRU-net segmented all the
classes.

Table 2 Segmentation results based on U-net, RU-net, and DRU-net

Method Dice Recall Precision

C B 1 C B I C B 1
U-net 0.634 |0.545 |0.178 [0.755 |0.587 |0.294 |0.560 0.530 |0.225
RU-net 0.601 |0.668 |0.208 |0.698 |0.835 |0.328 |0.561 0.590 |0.224
DRU-net |0.754 |0.654 |0.227 |0.863 |0.789 |0.444 |0.678 0.620 | 0.335

The results are reported based on dice, Precision, and Recall for all testing images
C Concrete, B Brick, I Insulation
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Fig. 6 Visual results of one test example. a Original image, b ground truth label, ¢ the segmented
output of the proposed method

Figure 6 shows one example of architectural images with its corresponding ground
truth label, and the segmentation output of DRU-net. DRU-net produced a similar
visual result to the ground truth label.

The level of accuracy achieved means the layer thickness for Brick and Concrete is
detected correctly with very limited failure on some pixels. However, for insulation,
the algorithm failed to achieve a high level of accuracy as the number of pixels for
insulation layers is lower than the other two materials that makes the learning process
more difficult for insulation segmentation.

5 Conclusion

Architectural detail drawings are of very different configurations and therefore human
evaluations are prone to errors. In this study, a DCNN model is utilized to learn how to
segment the most commonly used materials in construction on the basis of standard
drawings and run the required calculations to check compliance with Part L1A of the
UK building regulations. This article brings out a concept where image segmentation
using deep learning can be considered in examining detail drawings. The framework
development can address industry-wide problems in standard compliance, reduce
human errors and deliver faster drawings check. The framework requires consistent
and systematic review and feedback to improve the accuracy.

Our future research focus on improving the accuracy of the algorithm used in this
study by balancing the focus of model learning on materials with lower pixels.
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Abstract Since January 2020 Italy has been countering the COVID-19 pandemic
with several measures, including strategies to improve the National Health System’s
preparedness to such a threat. The paper aims to analyse response plans and measures
against the COVID-19 pandemic within the Italian healthcare system, at national
and regional level. Two objectives have been set: reviewing governmental provi-
sions for territorial and hospital health services rearrangement; reviewing operational
responses on the regional scale to address those demands. To collect and review oper-
ational responses at the regional level, six Regions have been considered as the field of
study, chosen for being a relevant sample of the resident population in North, Middle
and South Italy. Comparative analyses have been carried out to outline similarities
and differences in managing this difficult healthcare situation. Results show that
territorial medicine, particularly epidemiologic service, has been essential in facing
the national crisis, but hospitals have been the main actors in addressing COVID-19
needs. Relevant structural, technological and organisational changes were needed
to prepare hospitals. The built environment plays a significant role in managing the
pandemic response, indeed. Further efforts to develop a novel, resilient and sustain-
able hospital model are needed. This study contributes to a better understanding of
factors influencing current Italian hospitals’ strengths and limitations, shedding light
on future design models which can increase resilience in emergency conditions.
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1 Introduction

The world is facing one of the greatest socio-economic crises ever due to the COVID-
19 pandemic [1]. Starting from December 2019 a novel virus, named SARS-CoV-2,
has caused to date, March 2021, more than 2.7 million deaths around the world,
according to the World Health Organization (WHO) dashboard. The pandemic not
only has dramatically changed people’s lives but also the Built Environment (BE)
requirements. The BE serves as a potential transmission vector for the spread of
COVID-19 by inducing close interactions between individuals, by containing fomites
and allowing viral exchange and transfer through the air [2]. The pandemic’s effects
on housing, workplaces and public spaces will last [3]. Ongoing experiences might
yield positive impacts for future resilience designs, plans and policies within the BE.
Resilience is critically important for filling the void left by risk management, which is
limited to probabilistic analysis and events, as it relates to highly uncertain and high
impact events such as epidemics [4]. Past epidemics have spurred the development of
new solutions for the BE, which not only solve infections but also enhance lifestyles
[5]. The COVID-19 pandemic is requiring action to make the BE both resilient and
sustainable. The necessity to link disaster risk reduction, climate change and sustain-
able development goals has been outlined [6—9]. Capolongo et al. [10] have recently
claimed that public health relates to the planet’s health and suggested recommenda-
tions to make cities and communities resilient to future outbreaks. Also, the pandemic
consequences highlighted the need to rethink the indoor environments, as housing,
in a more healthy, safe, and sustainable way [11].

During times of disasters, healthcare systems are called upon to ensure essen-
tial health services are uninterrupted while protecting healthcare workers, patients
and communities at once. The WHO has recently published a suite of health service
capacity assessments in order to support rapid and accurate assessments of the current
and future capacities of health facilities, so that they are prepared for and respon-
sive to COVID-19. [12]. There are examples of disaster resilience planning activities
which have engaged health systems especially in overcoming climate change induced
threats (e.g. hurricanes) [13]. Global efforts have been made to improve the func-
tioning of hospitals in emergencies and disasters, developing the Hospital Safety
Index [14]; similarly the Project ER One aimed at an all risk ready emergency-
care facility [15]. Hospitals face big challenges as they include units with vastly
different requirements (e.g. airborne infection isolation rooms and protective envi-
ronment rooms) [2]. Some authors have argued that a common definition of disaster
preparedness in hospital does not exist in the literature [16]. At the same time it is
not easy to address how to prepare a hospital for disasters. Capolongo et al. [17] have
recently proposed a Decalogue of design strategies for new and existing hospitals
aimed at improving hospital resilience.

Italy has been the first western country to be affected by the COVID-19 pandemic
and the first who has adopted strict safety measures to stop the transmission chain
(the so-called lockdown). According to the WHO dashboard, to March 2021 it counts
more than 100.000 deaths, second only to the United Kingdom within the European
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context. Starting from February 2020, the Italian national health system (SSN) had
to quickly respond and adapt to address the surge of care and inpatient demands [18].

Governmental and regional provisions led to a rearrangement of hospital and
territorial services. As a consequence, healthcare facilities have undergone exten-
sive changes. Hospital wards and units dedicated to COVID-19 were needed and
outpatient services were suspended (Decree Law 9 March 2020, no. 14), so that the
oncological screening activities have decreased by more than 50% compared to 2019
[19].

According to the previous statements and scenario, it can be concluded that the
BE plays an important role in the management of the pandemic and that it is impor-
tant to increase the resilience of spaces and communities to quickly manage emer-
gency conditions. This paper is part of a body of research which argues for a more
sustainable and resilient model for hospitals in the post-COVID-19 era. The paper
analyses response plans and measures against the COVID-19 pandemic within the
Italian context, at the national and regional level. Two objectives have been set:
reviewing governmental provisions for territorial and hospital health services rear-
rangement; reviewing operational responses on the regional scale to address those
demands. Section 2 provides for data and methods used for deepening the analysis
of the Italian measures to strengthen the health system. Section 3 shows the results
achieved from this analysis, while Sect. 4 discusses them.

2 Materials and Methods

This section provides a brief overview of the Italian healthcare system and gives
details about accessed databases and adopted processes to analyse healthcare
facilities management during the emergency.

The SSN has implemented a decentralised model, especially since the constitu-
tional reform of 2001 by which regions have gained legislative power in a wide range
of fields, including healthcare. Health is a constitutional right; the central government
defines the essential levels of care and guarantees them to all residents. The health-
care services are categorised in three macro levels: (a) public health, (b) community
care, and (c) hospital care (Decree of the President of the Council of Ministers—
DPCM—12th Jan 2017). Regions have the responsibility to deliver health services by
means of health districts, hospitals and local health units. They autonomously regu-
late, organise, and administrate publicly financed healthcare [20]. Also, in addition to
public companies, private healthcare facilities, the so-called accredited facilities, can
participate in the delivery of essential services. This led to interregional differences
in access to care [1, 21]. Bosa et al. [22] have outlined that this decentralised model
led to different capacities in addressing the demand and the supply of healthcare
services during the COVID-19 pandemic. On one hand it allowed local governments
to tailor their responses to the needs of their population, on the other hand it might
have impeded fast and integrated responses. Moreover, the COVID-19 pandemic has
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hit the country hard after years of strict spending reviews and severe cost contain-
ment measures which resulted in workforce shortages, insufficient communication
and surveillance systems and inadequate healthcare infrastructures [22].

In order to further investigate the Italian response to the COVID-19 pandemic, in
terms of national and regional urgent legislative measures, the authors have collected
and reviewed regulatory provisions (i.e. Law Decree, Presidential Decree, Ministerial
Circulars, Regional Orders), national guidelines (i.e. guides from the Minister of
Health and the National Institute of Health), and other grey literature (i.e. reports of
the National Centre for Screening Monitoring) from January 2020 to March 2021.
National policies have been collected from the website of the Official Gazette of the
Italian Republic. A thematic area, named “Coronavirus”, of the above-mentioned
gazette is available online as a dedicated collection of urgent measures to manage
the COVID-19 emergency [23]. From January 2020 to March 2021 the government
has published 87 documents. The authors gathered these documents in a database
and used them as a reference to understand the development of the central response
to the COVID-19 pandemic. They also collected and reviewed the provisions of the
Minister of Health published within the same time span, for a total of 110 documents.
The authors analysed the regional responses, retrieving data from the website of the
National Agency for Health Regional Services [24] and from the official website of
each region. Documents of particular interest for this paper are the regional plans for
the rearrangement of hospital services and territorial services. Those plans have been
required since 19th May 2020 by the Decree Law n.34 which argues for enhancing
both hospital network and territorial services. The authors selected six regions as a
field of study. The six regions were selected for being a relevant sample of resident
population in northern, central, and southern Italy, and for having adopted the above-
mentioned plans to examine. Comparative analyses have been carried out to outline
similarities and differences in managing the healthcare crisis referring to those plans.
Table 1 reports population and available plans of the selected regions.

Table 1 Summary of examined plans for the selected regions

Position Region name Population® Hospital plan Territorial plan
North Lombardia 10.027,602 DGRP n. X1-3264 DGR n. XI-3525
North Veneto 4.879,133 DGR n. 782 DGR n. 782
Central Umbria 870,165 DGR n.1096 DGR n.1096
Central Lazio 5.755,700 DCA® n. U00096 Note n. 472,488
South Campania 5.712,143 DGR n. 304 DGR n. 542
South Puglia 3.953,305 DGR n. 1079 -

4 Data are retrieved from the National Institute of Statistics (ISTAT) and refer to the year 2019
b Regional Council Deliberation
¢ Ad acta Commissioner Decree
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3 Results

The results are divided in two sub-sections regarding respectively national policies
and regional provisions. The authors selected provisions and circulars related to
healthcare facilities management, as those related to other fields of intervention (e.g.
general governance, protective equipment, financial interventions etc.) are considered
not to fall within the remit of this paper.

3.1 National Response

A pandemic’s evolution is characterised by at least four major phases: (a) interpan-
demic, (b) alert, (c) pandemic and (d) transition [25]. To each phase a risk manage-
ment task can be ascribed (e.g. preparedness, response, and recovery). The pandemic
phase, which the world is currently going through, can be further divided into three
sub-phases: acute, post-acute and transition [26]. During the alert phase, the Italian
Ministry of Health drafted a national task force and a scientific technical committee
to coordinate the emergency interventions. Also, the Italian Government declared
a state of emergency on 31st January 2020 as an extraordinary measure to ensure
public health against the forthcoming pandemic. The state of emergency has two
important implications for the governance of the crisis. First, the government can
bypass the Parliament in the definition of legislative interventions, approving the
so-called ‘Decrees of the President of the Council of Ministers’ (DPCM). Second,
the state of emergency introduced the possibility of derogation of existing procure-
ment rules, facilitating the acquisition of Personal Protective Equipment, tests and
ventilators [22]. On 20th February 2020 the first Italian COVID-19 positive patient
was reported, thus the acute phase began, and it lasted until 20th March. The acute
phase was characterised by rapid growth of positive cases and insufficient contact
tracing and surveillance measures [26]. The first significant national provision on
healthcare facilities management is the Decree Law no. 14 of 9th March 2020. It
oversaw the recruitment of healthcare personnel and the introduction of the special
units of continued assistance (USCA), to be placed at least 1 every 50,000 inhabi-
tants. USCA are in charge of managing COVID-19 patients in home-isolation. The
Decree Law no. 14 has also required the division of the triage area from the admis-
sion room in emergency departments, placing attention on hospital infrastructures
for the first time. Finally, outpatient activities have been suspended as well as all the
other activities considered as deferrable. Shortly thereafter, the Minister of Health
provided guidelines about how to define deferrable and urgent activities. The post-
acute phase lasted from 21st March until 4th May 2020, during the national lockdown
[26]. The surveillance system registered a flattening and then a decrease of reported
COVID-19 cases, followed by a gradual reactivation of social and health services,
as non-residential care homes. The epidemic transition started on 5th May 2020
and it is still ongoing at the time of writing. The most significant national provision
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Fig. 1 Flowchart of the main national provisions regarding healthcare facilities management from
January 2020 to March 2021. Epidemiological data are retrieved from the website of the Italian
Minister of Health

about healthcare facilities management is the Decree Law n. 34 of 19th May 2020.
Article 1 calls for enhancement and organisational plans for the territorial healthcare
services. It establishes that regions must adopt specific measures for contact tracing;
they should start surveillance at residential care homes, while improving home care.
Also, they can lease hotel facilities to manage and treat asymptomatic patients. Article
2 requires regions to adopt rearrangement plans for hospital networks. The main goal
is to increase the number of beds in intensive and semi-intensive care units (ICU).
To do so regions can also build temporary additional infrastructures. Also, dedicated
pathways within healthcare facilities and additional dedicated means of transporta-
tion must be ensured for COVID-19 patients. The Minister of Health has published
guidelines to support the adoption of such a plan as well as a checklist to assess the
preparedness of Regional Health Systems to face the pandemic during the winter.
Since November 2020 emergency interventions have depended on the risk assessed
in each region, so that limitations and allowed activities can considerably vary across
the country. Figure 1 depicts a flowchart of most important governmental provisions
and epidemiological data from January 2020 to March 2021.

3.2 Regional Responses

Within the broader national policy, each region developed one or more response plans
to enhance both hospital and territorial services. As reported in Table 1, the authors
have selected six regions as a field of study to deepen the operational response in
the context of healthcare facilities management. Veneto and Umbria have adopted
integrated plans, while the remaining regions adopted separated provisions.
Regarding the enhancement of the hospital network, the regions have followed
ministerial guidelines and provided for common responses, such as: identifying
COVID-19 dedicated infrastructures; increasing the ICU bed numbers; reviewing
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Table 2 Comparison of hospital-related measures adopted by the selected regions

Measures Puglia | Campania |Lazio | Umbria | Veneto | Lombardia
COVID-19 dedicated hospitals | Y Y Y Y Y Y
Increase of ICU beds Y Y Y Y Y Y
Renovation of Emergency Y - Y Y Y -
Departments

Additional means of Y - Y Y Y Y
transportation

Additional long-term care beds |Y - - Y - Y
Temporary field hospitals - Y - Y Y Y
Engagement of private hospitals | Y - Y - - Y
Engagement of private facilities | Y a a Y - a
(other than hospitals)

2 Hotels and care homes have been involved by means of further provisions to assist and manage
asymptomatic and discharged COVID-19 patients

the emergency and urgent care network (i.e. restructuring the emergency department
and providing for additional means of transportation); increasing the workforce. The
northern regions had started the rearrangement of their healthcare networks even
before national regulation. During the continued pandemic they also provided for
detailed documentation on how to renovate emergency departments and the ICU.
The Lazio region has been providing, since January 2020, a wide set of guidelines
and circulars on both patient and facilities management. Some regions (i.e. Puglia,
Umbria, Lazio, Lombardia) immediately involved private facilities to address the
surge of demand. Table 2 reports a comparison of measures to enhance the hospital
network according to the analysed plans. In the table, Y stands for ‘adopted’.

Territorial services management can greatly differ from one region to another as
these services belong to Local Health Units. Moreover, they have secondary impacts
on healthcare facilities as they generally focus on organisational measures more than
infrastructural ones. However, from the analysed plans (Table 1) it is possible to
outline some common measures and policies, such as: the establishment of contact
tracing and surveillance systems; the introduction of the Special Units of Continued
Assistance (USCA); the enhancement of integrated home assistance; coordination
and information management (e.g. activating territorial operating centers); increasing
workforce for primary care; additional measures (e.g. the control of private facilities
offering long-term care services). Territorial medicine, particularly epidemiologic
services which belong to departments of prevention, has been reinforced all over the
country.
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3.3 Discussion

Past pandemic leveraged changes into the BE, on both building and urban scale. The
BE has an important role to play in supporting public health and reducing the risk
of infections, indeed [5]. Solutions and strategies to move towards more sustainable
and resilience buildings and cities are needed. In particular, there is a drive for
improving multidisciplinary programmes to develop a new design for the hospital
of the near future [17]. Within this background, this paper provides for the analysis
of central and regional government provisions to rearrange healthcare facilities in
Italy due to the ongoing pandemic. COVID-19 requires healthcare systems to have all
essential preparedness measures in place to deal with the pandemic, while continuing
to provide essential services. From the results exposed above it is possible to deduce
that:

e in [taly, hospital care and territorial services have been reorganised by adopting
specific regional plans.

e the changes on hospital infrastructure have been extensive. For example, to
increase the ICU bed numbers, regions have restructured existing assets, built
temporary field hospitals, restored unused portions of their facilities.

e the necessity to separate COVID-19 patients to reduce the risk of nosocomial
transmission led to COVID-19 dedicated hubs or at least dedicated units. Either
way, renovation interventions were required to control and prevent infections.
Both technological features, spatial layout and organisational requirements have
been reviewed in the face of the pandemic.

4 Conclusion

There is the need to enhance the preparedness of the national health system to cope
with epidemics which have a predictable recurrence of 10 years. In this sense, a
tool to assess healthcare infrastructures can help hospital managers make their asset
more resilient and sustainable. This paper reports the preliminary results of a research
aimed at proposing a novel model for the hospital of the future. The research has
originality values as it tries to address extremely timely needs, and it has relevant
practical implications regarding the need of multidisciplinary actions to define novel
models for post-COVD-19 hospitals. The research will benefit (i) healthcare systems,
providing advices for additional infrastructural capacities; (ii) healthcare workers,
shaping safer work environments; (iii) patient’s lives, modelling more resilient infras-
tructures to future epidemics which will enable the continuity of essential services.
The research is currently limited to the Italian context. Future developments of this
research will regard the acquisition of further data to determine how we will use and
manage hospitals in the future. The main goal is to understand if architectural and
technological changes will be needed to cope with future functional requirements
of hospitals. To do so, real experiences will be gathered by means of field surveys
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and semi-structured interviews with healthcare professionals, hospital managers,
and hospital facility managers involved in the pandemic management. Reflecting
upon the Italian experience and analysing corresponding international approaches
and policies will help identify the layout and engineering components of a prepared
hospital in the case of epidemic. An evaluation framework can then be developed
based on these components.
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Evaluation of Circular Construction )
Works During Design Phase: i
An Overview of Valuation Tools

Nuri Cihan Kayacetin®, Stijn Verdoodt®), Lode Lefevre®,
and Alexis Versele

Abstract The construction industry is one of the largest producers of waste. The
Circular Economy Action Plan of the EU aims to tackle this issue and aspires to
enhance the sustainability of the construction industry by adopting more circular
principles and bio-based material use. For this purpose, an approach is being devel-
oped that facilitates coherence between technical, economical, legal, social aspects,
and business models for circular design and building with bio-based materials in the
Interreg Circular Bio-Based Construction Industry (CBCI) project. Within the scope
of the project, tests and evaluations will be performed in a real-life setting, requiring
the construction of a prototype house, the living lab (LL) located in Ghent. LL will
be designed to incorporate circular principles like design-for-disassembly (DfD) and
modular design, urban mining, reuse, use of recycled materials and compostable
bio-based materials. In the search for circular construction methods a number of
tools were used in an iterative process during the design phase of the living lab. In
order to support the design process, an evaluation method is necessary to score the
overall circularity. However, there is no standardized or well-established method to
measure circularity. In this study, it is aimed to introduce a combination of existing
tools on a case study. This approach should contribute to the creation of a holistic
assessment of the circularity of the LL, which in turn will lead to buildings with
circular material use by stimulating reuse, recycling and composting of bio-based
building components.
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1 Introduction

The construction sector and the built environment is accounted for a large share of
global material consumption [21] and represent the highest share of waste production
[20]. It is one of the largest producers of waste, 36% of waste generation in the EU-27
in 2018.

Each year in the European Union an amount of 2.7 billion tonnes of waste is
thrown away, 98 million tonnes of which is hazardous. On average only 40% of our
solid waste is re-used or recycled, the rest going to landfill or incineration. Overall
waste generation is stable in the EU, however, generation of some waste streams
like construction and demolition waste, to sewage sludge and marine litter is still
increasing.

Buildings are highlighted as one of three key sectors to be addressed in the
Roadmap to a Resource Efficient Europe [19]. According to Revel, better construc-
tion and use of buildings could lead to significant resource savings up to 42% of our
final energy consumption and about 35% of our total GHG emissions, 50% of the
extracted materials, and 30% of water in some regions [10].

In this context, existing policies for promoting energy efficiency and renewable
energy use in buildings need to be complemented with policies for resource efficiency
of construction materials, which considers the environmental impacts across the life-
cycle of buildings and infrastructure at a wider range. Life-time costs of buildings
should increasingly be taken into account including construction and demolition
waste rather than just the initial costs. Better infrastructure planning is a prerequisite
in achieving resource efficiency of buildings and also mobility.

Significant improvements in resource and energy use during the life-cycle—with
improved sustainable materials, higher waste recycling, and improved design—is
expected to contribute to a competitive market and the development of a resource
efficient building stock. This requires the active engagement of the whole value
chain in the construction sector. Specific policies are needed to stimulate SME:s,
which make up the vast majority of construction companies—to train and invest in
resource efficient building methods and practices [13].

The aim of a circular economy approach in construction is to eliminate waste
of valuable construction materials and re-use them once the initial life cycle of
a construction project has come to an end. For this purpose, the Circular Bio-
based Construction Industry (CBCI) project is examining bio-based materials used
in buildings, designed to be disassembled and reused at the end of the initial design
life.

In the scope of the project, the research outputs are to be displayed in real-life
setting by constructing a prototype terraced single family house; the living lab (LL)
located in Ghent, Belgium. The realization of the LL is conducted in a step-wise
approach that includes iterative processes for design, description, criteria definition
and multi-criteria assessment of building components. This study presents an assess-
ment on circularity during the design phase for achieving a state-of-art building
envelope that is suitable for a circular and bio-based construction.
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2 Literature Review

Progress in recycling and reuse of materials in the EU is aimed to increase the
circularity of the economy and to close the loops of production and consumption
processes. This could be achieved by providing alternative sources of resources to
maintain the actual physical stock of societies. It is also generally true that increasing
circularity would not only yield benefits in material recovery but also in energy
savings as reprocessed materials are expected to require less energy than primary
materials [7].

According to Braungart and McDonough [4] the circular economy is a means
to achieve the environmental sustainability by implementing production chains in
which materials are used repeatedly, aiming at a balance between ecological systems
and economic growth. A transition from the current “linear construction” to a circular
construction is necessary. In addition to the sufficient use of material resources, the
circular use of human resources and thereby the eradicating of poverty [16] is also
an integrated part of circular economy.

A circular focus means that consumption should be prevented in circular and tech-
nological cycles and short cycling of products is preferred. Products, components,
and materials are recovered and restored, through strategies like reuse, repair, reman-
ufacture or (in the last resort) recycling [12]. Besides the material resource aspects,
the focus is on circularity in terms of energy (both embodied and operational) and
water usage and treatment. In addition, the Spatial Policy Plan of Flanders [22]
promotes the circular use of available space.

In order to have a full-fledged circular economy, it is considered that circular prin-
ciples should be supplemented with industrialized construction methods, inclusion
of social economy and utilization of bio-based materials. The use of biomaterials
is considered as a contribution to the circular economy in the context of innovation
policy. EU’s 2015 Circular Economy Action Plan and 2012 Bio-economy Strategy
both have food waste, biomass and bio-based products as areas of intervention [11].
On the other hand, non-industrial materials that are manufactured by using a simple,
quick but custom process with low embodied energy are not readily suitable for
upscaling when compared to industrial materials that use raw materials and have
standardized characteristics. Integration of the role of users is critical [17] for a
circular economy to achieve a balance between the natural capital, the human capital
and the remanufactured capital.

In this context, it was observed that there is a necessity for providing additional
value for the utilization of bio-based materials by creating an asset in the re-use
and recycle-ability with application of circular methods. In order to close this gap,
assessment tools are considered as the means to introduce a first insight of potential
on circularity.
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3 Methodology

An iterative design research methodology is adopted for creation of the LL Ghent,
as can be seen in Fig. 1. Depending on the principles of bio-based and circularity
as given above, nine preliminary design (PD) scenarios that include the current
practices as well as emerging construction techniques for the structure and building
envelope are defined. By conducting a comparative study of these different PDs,
critical information that is necessary for the final design is collected. The underlying
reasons for performance differences are interpreted and translated into principles that
are taken on in the next cycle. This interpretation was combined with economical and
environmental impact results and provided as input for a decision-making process
on building envelope design conducted in cooperation between CBCI project and
LL contractor.

In this paper, a holistic approach for the evaluation of circular and bio-based
building envelope scenarios is introduced. The aim is to adopt existing evaluation
tools for the case of LL Ghent and explore an optimum combination of the tools for
future use. The PDs are investigated in detail by using tools on the case study of LL
Ghent, as given below:

e Design for disassembly (DfD) tool—CircuBuild
e Reuse and recycling—BBRI-VCB tool
e Preservation of materials—Platform CB’23.

3.1 Design for Disassembly (DfD) Tool

In order to cope with the need for resource efficiency, new principles have emerged in
the construction sector. One of these principles is design-for-disassembly, a concept
that has been considered as a valid strategy to achieve circular constructions. For this
study, the ‘Demountability Index Tool’ [23] is utilized.

* Creation of LL Ghent Vision

Criteria Statement

I * Literature review on multiple topics
Descriptive study 1 pie top

* Multi-criteria assessment of
preliminary designs

Prescriptive study 1

« Evaluation of multi-criteria

Descriptive study 2 S ———

Fig. 1 Design research methodology
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The means of retrieving materials from existing buildings is defined as crucial
for resource efficiency. When products are inextricably linked and retrieving mate-
rials is not possible, demolition remains as the only option. The more a building is
demountable, the easier it is to retrieve products from building stock. In this perspec-
tive, demountability is a means to increase the possibility of re-use of materials in the
future. It is defined as the degree to which ‘objects’ can be dismantled at all scales
within buildings so that the object can retain its function and high-quality reuse can
be realized [1]. To determine in what the above mentioned ‘objects’ are, to what level
of detail the calculations should be done, the authors refer to the diagram in Fig. 2
of the ‘Transformable Building Structures’ by Durmisevic [8] showing the different
building levels.

To define this level of detail, the NL/SfB methodology [2] is used. The level of
detail is defined by three levels,elements (i.e. interior wall), variant element group
(i.e. interior wall, not load-bearing), variant elements (i.e. fixed partition wall). In the
DfD-tool an extended version of the NL/SfB methodology is used. This extension
allows for a more complete overview of the different relevant building levels.

Assessment on at least variant elements detail level is determined as suitable since
data for the lower levels is not adequate for analysis due to high level of complexity.
Elements in such an assessment corresponds to ‘structure’, ‘skin’ and ‘space plan’
layers in the work of Brand [3] as shown in Fig. 3. These layers are taken into account
in this paper for the calculation of demountability index.

The connection between the object and the underlying object that has a load-
bearing function determines the demountability index. For instance, when consid-
ering a non-load-bearing wall, the connection with the underlying floor is calcu-
lated, not the connection with the window frame. When the wall is load-bearing, the
connection with the window frame on the other hand is taken in consideration.

The four technical factors are defined for the calculation of the demountability
index such as (i) type of connections, (ii) accessibility to the connections, (iii) cross-
ings (level of integration), (iv) form enclosure (composition of objects). These factors
are assessed for each object between 1.00 being the best score and 0.10 being the

Construction Building

Deconstruction between
systems

System

Deconstruction between

LIty

mponent
Components components

) Deconstruction between
Deconstruction Elements clements

Fig. 2 Levels of material decomposition [8]
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Fig. 3 Layers of brand and respective lifetime [3]

worst score. A distinction is made between the Demountability Index of the connec-
tion (Dlc) and the Demountability Index of the composition (Dls) of the element,
respectively influenced by the connection between objects and influenced by the
composition of objects. As shown in Fig. 4, the demountability index is a combination
of both indexes.

The circularity of products with a shorter lifetime is more relevant than products
with a longer life time (e.g. a shorter lifetime implies for more replacement that
require for new materials). The ultimate durability and circularity of buildings is not
only related to the durability of its materials but more importantly to the way that
the materials are put together [9]. Therefore, a level of importance is assigned by
appointing a normalization factor between for layers such as, stuff layer with 1.0 and
site layer with 0.1.

Type of connections
Connection - Dlc
Accessibility to

connections Demountability

index
Crossing
:|'> Composition - Dls
Form enclosure

Fig. 4 Demountability index calculation
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3.2 Re-use and Recycling—BBRI-VCB Tool

The EU action plan for the circular economy [14] introduces an uptake of reuse and
recyclability of products as an additional mean to improve the circularity level. For the
improved demountability to be meaningful, the following potentials should also be
anticipated, namely; reuse, refurbishing or recycling. It also follows a hierarchical
order to reduce first, reuse as a second option, then resort to recycling. Reuse is
recognized as being distinct from recycling, both in doctrine, and in the handling of
the materials from the waste stream [15] of construction industry.

With the development of a guideline and measuring system for ‘circular construc-
tion’, the Flemish Construction Confederation and BBRI plan to introduce a tool to
help developers, architects, contractors in the construction sector to support decision-
making with a circular perspective. The tool contains a quantitative section, in which
four main themes (change-oriented design [ 18], environmental impact, urban mining,
transition towards a circular world) are dealt with using checklists and calculators:

For this study, ‘Design for reuse and recycling’ calculator is utilized, which is
a part of the ‘Change-orientated design’ pillar. This calculator can be considered
as a merge between demountability and reuse and recycling assessment. It assesses
whether the building has been designed and composed in a demountable way and can
easily adapt for reuse in the future. At the level of components and materials, the focus
is on the independent functional layers and accessible and reversible connections.
In the reuse and recycling calculator, the following properties are scored: avoided
material impact, functional independence, technical detachability, physical charac-
teristics and recyclability. The scores of these aspects are normalized following the
DGNB guidelines—Ease of recovery and recycling [6] and accumulated into a single
score.

3.3 Preservation of Material Supplies—Platform CB’23

Platform CB’23 stimulates the transition to a circular and sustainable construc-
tion economy with a material quantification method. The tool builds on existing
methods for assessing sustainability and circularity as much as possible, integrating
them into the framework. The method incorporates three aspects: (i) preservation of
material supplies, (ii) environmental impacts and (iii) technical and economic value
preservation.

The focus of CB’23 tool assessment was on comparison of material flows in a
simplified manner, accounting for material input, and output to waste management
(lost material, through landfill and incineration) and to reuse and recycling. In this
study, the aspect of preservation of material supplies was selected for complementary
to previous tools and a mass balance approach. The PDs were modelled in Belgian
context for benchmark extraction and end-of-life scenarios for being representative
of the current materials and construction methods in an early design stage [5].
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Table 1 Preliminary designs for structure and scenarios for technical installations

Preliminary designs Characteristics

PD1: Masonry—Traditional | Masonry with mortar—vaulted concrete floor

PD2: Masonry—Optimized Masonry with connectors—concrete floor with ceramic box
PD3: Steel—Post-beam Steel structure—sandwich panel—steel profile floor

PD4: Steel framing Steel framing with aluminum cladding—steel profile floor
PD5: Wood framing Wood framing—masonry finish—wood truss floor

PD6: Wood—Post-beam Caisson with OSB—wood truss floors

PD7: Wood SIP—straw Timber framing—straw-bale finish—Engineering wood floor
PD8: Wood—CLT Cross laminated timber—wood fiber finish—wood truss floor
PD9: Modular blocks Modular blocks—wood fiber finish—modular floor

3.4 Case Study—CBCI Living Lab Ghent

LL Ghent has the geometry of the typical nineteenth century terraced house typology;
two regular storeys with attic under a sloping roof. The front and rear facades have
floor-to-ceiling windows which maximize daylight usage. The side walls are typical
blind walls to allow the prototype house fit in an urban terraced house context. The LL
is planned to be constructed on the Technology Campus Ghent. In order to display
its circularity potential, LL is required to be demounted and reconstructed in the
nineteenth century belt around Ghent.

In order to achieve a final design that suits for this purpose, a comparative study
was conducted with the possible options for PDs as given in Table 1. The PDs
were defined according to the literature review and resulted in three main categories:
heavy-weight (masonry), light-weight (steel) and bio-based (wood). In all PDs, a
thermal transmittance value of 0.15 W/m? K of the building envelope was defined.
Other general requirements such as structural, architectural and mechanical have
been achieved according to existing building regulations.

In the next section, the previously given tools were conducted on the LL Ghent
in the context of PDs and a comparative study is provided with respective results.

4 Results

The results are considered in two perspectives; potential versus current practice.
The DfD and BBRI-VCB tool assess the potential of demountability and reuse and
recycling. This implies that the results are currently not reflected in the current
industrial building processes. On the other hand, CB’23 tool depends on the current
technologies and provides actual percentages on material preservation.
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Table 2 Average demountability index for layers and normalized score
Preliminary designs Space plan Skin Structure Average Normalized
PD1—Masonry (baseline) 0.29 0.85 0.38 0.51 0.52
PD2—Masonry optimized | 0.53 0.85 0.52 0.63 0.65
PD3—Steel post beam 0.43 0.89 0.77 0.70 0.65
PD4—Steel framing 0.43 0.88 0.80 0.70 0.65
PD5—Wood framing 0.48 0.85 0.80 0.71 0.66
PD6—Wood post beam 0.62 0.88 0.88 0.79 0.75
PD7—Wood SIP—straw 0.47 0.79 0.80 0.69 0.63
PD8—Wood—CLT 0.47 0.88 0.80 0.72 0.67
PD9—Modular blocks 0.47 0.88 0.81 0.72 0.67

Table 2 displays the average and normalized demountability index for PDs. It is
shown that the steel and bio-based PD categories (PD3-4, PD5-9) were performing
better than the masonry options. The most critical differences were observed at
the structure level, especially concerning two main strategies: linear load-bearing
stacking and 3D post-beam structures. The latter clearly had an advantage regarding

demountability.

Table 3 provides the potential for reuse and recycling of PDs. The critical differ-
ences were observed at structure and skin of the PDs. The difference in the skin scores
were related to the variety of facade finishes in the line-up. Facades constructed with

Table 3 Scores for reuse and recycling (out of 20)

Preliminary designs | Structure | Space plan Skin Score (%)
Wall Floor |Ceiling | Roof |Facade

PD1—Masonry 0 0 0 0 10 5 5

(baseline)

PD2—Masonry 0 16 6 9 10 20 50

optimized

PD3—Steel post 16 16 0 9 14 11 49

beam

PD4—Steel framing | 5 16 14 11 40

PD5—Wood 5 14 10 5 34

framing

PD6—Wood post 9 14 15 9 10 13 62

beam

PD7—Wood 5 14 11 20 10 3 62

SIP—straw

PD8—Wood—CLT |7 14 20 10 11 61

PD9—Modular 14 14 9 10 11 53

blocks
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Table 4 Scores for preservation of material supplies (kg/m? GFA)

Preliminary designs | Total input | Output lost Output for next cycle
Landfilled |Incinerated | Reused Recycled

PD1—Masonry 1219 78 36 53 1052

(baseline)

PD2—Masonry 1189 134 18 53 984

optimized

PD3—Steel post 659 100 21 53 485

beam

PD4— Steel 623 106 82 53 382

framing

PD5—Wood 708 137 101 64 407

framing

PD6—Wood post 725 72 86 53 514

beam

PD7—Wood 728 225 24 192 286

SIP—straw

PD8—Wood—CLT | 757 70 144 53 489

PD9—Modular 661 80 102 53 425

blocks

less reversible connections logically resulted in low potential for reuse or recycling,
justifying the low scores of the brick facades of PD1 and 5. The structures of PD 3
and 9 performed the best since they are mono-functional and easily dismantled. The
bolt connections of PD3 were rewarded slightly more than PD6’s connections. PD9
with its ‘sliding’ connections performed equally well.

Table 4 shows the scores for current practice for PDs regarding preservation of
material supplies. Both steel-based designs (PD3-4) used the least amount of material,
and performs well from a resource depletion perspective. PD9 was considered as the
bio-based PD that performed the best. However, by implementing circular measures
at the end of life, the wood SIP straw design had the lowest amount of lost material,
depleting materials the least while preserving value for next cycles of construction.

5 Discussion

The results of different circularity tools are further discussed in detail in this section.
When displayed simultaneously as in Fig. 5, the figures provided the current situation
on the preservation of material and the potential for improvement through recycle
and reuse. It was considered that, the best options should have the least amount of
material in total with lowest amount of materials lost together with a high rate of
reuse.
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Fig. 5 Circularity evaluation—potential versus current practice

It was seen that the amount of material input for heavy-weight masonry PDs was
significantly high, without room for improvement for reuse and recycle. Light-weight
PDs displayed the lowest amount of input with mediocre potential for improvement.
Even though bio-based PDs had medium amount of material input, a high potential
on reuse and recycling coupled with demountability was observed. PD7—Wood SIP
straw performed the best with highest rate of reusability with improvement potential.

It was also observed that demountability and reuse and recycling indexes were not
always correlated with each other. It was a clear indication for PD1—Masonry that
the low rate of demountability was insignificant as the reuse and recycling potential
was so low. With this perspective, it is suggested that improving demountability
index would be more meaningful for a design with reuse and recycling potential.

6 Conclusion

A selection of existing tools was utilized for circularity assessment of the LL Ghent.
The combination of the tools provided promising outcomes. The individual results
of the tools would not have provided a comprehensive outlook to the circularity;
current practice and potential for improvement for reuse and recycle. A future study
for improving the assessment framework will include combining the circularity tools
with environmental impact assessment methods.
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Landscape Integrated Photovoltaic )
System for a Solar Island in the Venetian | @@
Lagoon

Elena Lucchi, Sofia Tiozzo Pezzoli, and Antonello Durante

Abstract The paper deals with the refurbishment of La Certosa Island, a protected
natural and archeological area in the Venice Lagoon (Italy). According to its orig-
inal meaning, the Island acts as an innovation laboratory for the application of
solar technologies and green infrastructures. The project is based on an integrated
model of sustainable development, which offers services like activities related to
boating, crafts, tourism, food, and beverage. The existing buildings were covered
with colored Building Integrated Photovoltaic (BIPV) systems for an energy produc-
tion of 184 kWp. The system was perfectly integrated with the landscape and in the
historic buildings. The project refers to the entire island, not only to specific build-
ings, introducing the concept of Landscape Integrated Photovoltaic (LIPV) system.
This research presents the urban and building design project, with a risk—benefit
assessment of the BIPV roofs and LIPV in the island, developed according to the
European standard EN-16883: 2017. Several lessons can be learned from this project.
The importance of the public—private partnership for boosting photovoltaic (PV)
systems in the territorial redevelopment, and the continuous collaboration among
the different stakeholders involved for mitigating their impact. This way, La Certosa
Island become a solar Island because of the positive example of BIPV and LIPV
application in a protected area.

1 Introduction

Renewable Energy Sources (RES) implementation in protected buildings and land-
scapes is a strategical action to boost industrial innovation, sustainability, energy
decarbonization and transition [1, 2]. RES use in Europe is endorsed by the legisla-
tion that defined specific targets for increasing their spread, the energy performances
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of buildings, and the reduction of carbon dioxide emissions [3]. These policies and
actions also consider cultural heritage. It can contribute to supply-side strategies
thanks to the development of RES community [4]. The protection and the enhance-
ment of heritage and natural characters of cities, villages, rural areas, landscapes,
and buildings is an important point [5-7]. The use of solar energy, in particular
photovoltaic (PV) systems, in architecturally sensitive contexts has controversial
issues, mainly related to the visual integration and the aesthetical acceptability [7,
9-11]. On the contrary, technical, energy, and economic advantages are universally
recognized [10—-12]. For the last ten years, the solar manufacturing industry has been
capable to to offer new “architecturally pleasing” PV products [12], thanks to the
high customization level, and to the increasing of energy performances of colored
cells, thin films, homogenized black appearance, crystalline silicon modules, solar
tiles, embedded solar tiles, and high-resolution printed images. Moreover, guide-
lines and handbooks support planning, design, and authorization procedures in these
areas with details, practical solutions, and possible approaches [9, 10, 12]. Similarly,
several collaborative research projects develop innovative materials and solutions
for heritage contexts [10]. PV systems, thanks to their innovative features, are used
both at building and landscape scale. At the building level, they are included in
the building envelope (e.g. roofs, facades, windows) as building attached or applied
PV (BAPV) or building integrated PV (BIPV). BAPV modules are mounted on the
building envelope without fulfilling specific integration criteria [11, 13], while BIPV
systems provide additional functions to energy production (i.e. mechanical rigidity,
structural integrity, primary weather impact protection, noise protection, fire protec-
tion, thermal insulation, shading, daylighting, security) [13]. The recent concept of
“sustainable energy landscapes” deals with landscape design and planning purposes.
It focuses on the relationships between PV systems and spatial and morphological
features without compromising values, biodiversity, and food production [14]. The
potential of energy generation in these applications is considerably high [14]. The
landscape integrated PV (LIPV), particularly, has to face with complex challenges
related to the aesthetic appearance, the ecological impact on natural systems, their
harmonization on agriculture, and the improvement of infrastructures with energy
production [14]. Despite there are several case studies of BAPV and BIPV in heritage
contexts [7, 9, 11], LIPV applications refer mainly to the integration of stand-alone
PV systems in non-protected rural areas [14]. Only a few examples discuss in detail
the integration of PV systems into landscape or conservation areas. No guidelines
or standards focus on that [10]. This topic offers new challenges: theories, design
parameters, environmental and visual impacts, aesthetic perceptions different from
those for traditional PV building integration have to be investigated.
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2 Aims and Methodology

The paper presents the refurbishment of La Certosa Island, a beautiful natural and
protected archeological area in the Venetian Lagoon (Italy). The Island acts as a labo-
ratory and showcase for the application of the best available technologies for green
infrastructure and RES production, thanks to the historical vocation of the Island
for the innovation related to the production of military materials from nineteenth
Century. The end of war industry left the area and its building in a damaged state of
conservation. The refurbishment project started in 2010 as an integrated model of
sustainable development, offering services like activities related to boating, crafts,
tourism, food, and beverage to reply to the territorial needs. The link between inno-
vation and sustainability suggested the application of RES technologies. The energy
consumptions of the area are covered by the use PV systems: about 1100 m? of
existing roofs were converted into RES using a BIPV solution with colored PV tiles
for 184 kWp. Its innovation consists in the balance between the strictly archeo-
logical, natural, and architectural constrains and the preservation of landscape and
heritage values of the area, while producing electricity. This project refers to the entire
territorial area, not only to specific buildings as happens in similar applications.
The research was structured in the following phases: (i) historical analysis of the
site; (ii) urban energy planning; (iii) building energy retrofit, with a focus on the
BIPV design; (iv) risk—benefit assessment of the BIPV system, applying the tabular
scheme developed according to the European standard EN-16883:2017 [15].

3 Historical Analysis of the Site

La Certosa Island is the biggest among the “minor islands” composing the Venetian
Lagoon. The area is protected for cultural heritage and archeological interest by the
Italian legislation [16]. It is also part of UNESCO sites and is included within the
Natura 2000 Network sites. The name derives from the Italian Carthusian monks.
Since the medieval ages the island hosted a prestigious monastery; Augustinian
monks since 1199 and Carthusian monks from 1424. This monastery was connected
to rural and agricultural activities, also thanks to the farmer community of vineyards
and orchards. In the Napoleonic period, the area was destroyed, except for a part of
the monastic complex that is still conserved and preserved as it was in 1806. Then,
the religious community was moved to the mainland. From the XIX Century until
the Second World War, the area was used for military purpose: first as storage for
military materials and later as fuses, ammunition, and armaments production (named
the Pirotecnica della Certosa). The end of the war industry in 1957 left the island in
a damaged state of conservation for a long time. Similarly, the hydrography of the
Lagoon had several transformations during the Centuries that changed especially the
relation between land and water. The contemporary landscape was stabilized in the
late 1950s.
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A special legislation for Venice [17] gave this island to the Municipality for
99 years, to realize a socio-economic and environmental refurbishment for enhancing
the natural landscape, the urban structure, and the historical buildings. This project
started considering its natural vocation as “the Gate” of the Lagoon thanks to the pres-
ence of the Nautical Center of Venice. Thus, was decided to host sporting, touristic,
and recreational activities. In 1996, a retrofit project was developed under the “Vento
di Venezia” umbrella, promoted by EU funding and a public—private partnership with
the Municipality of Venice and the Magistrato alle Acque di Venezia.

4 Urban Energy Planning

The urban project consists of the morphological reorganization, the reuse, and the
economic regeneration of the area through the principle of sustainability and low
environmental impact. The project includes a marina complex, a public park, a board-
walk, and a pier for the water bus stop. The project aims at making the island a large
green area entirely usable a stone’s throw from the historic center and equipped with
services that do not find expression in the ancient city (i.e. services for the leisure
and free time of residents and services for a tourist niche linked to the environment,
sport and culture). The interventions include: (i) the redevelopment of the island’s
building heritage according to the best standards of environmental sustainability; (ii)
the creation of equipped paths and the requalification of degraded vegetation while
preserving valuable species, the restoration of an agricultural area retracing the tradi-
tions of the island’s vegetable gardens and vineyards in the pre-nineteenth century;
(iii) the development of the current mooring system for pleasure boats entirely on
floating docks and the installation of some support equipment; and (iv) a pedestrian
crossing system on floating mobile piers to reach the adjacent islands. The extensive
process of the Urban Plan is shown in Table 1.

Table 1 The process of the refurbishment plan

Year Activity

1996 Drafting and approval of the Refurbishment Plan

1996-1998 | Inclusion in the European Community programs

1998-2002 | Design and execution of a first lot of intervention
2003-2004 | Public tender for the existing lots

2005 Construction of the marina complex
2007 Design and execution of the urban park
2009 Public tender for the identification of a partner for the construction of the park and

its management
2020 Installation of the BIPV roofs
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Table 2 The constrains of the La Certosa Island

Area Constrain

Venice lagoon UNESCO Site
Natura 2000 Network sites

La Certosa Island Declaration of cultural interest

Declaration of high public interest

Archaeological risk

Buildings: Monastery, Farmer building (Casa Declaration of cultural interest
dell’Ortolano), old castle (Casello delle Polveri)

The land area is recognized at local level as “transition bond” between the natural
and the built environment of the Lagoon. This protected territory is subject to several
constraints s that demonstrate the high heritage value of the area (Table 2).

Starting from the analysis of the constrains, the interventions on the building
heritage focus on the demolition on reconstruction of the army industry. These build-
ings are used integrated services for boating, environmental education, tourist-hotel
hospitality (hotel, restaurant, shop, and bar), sporting (sailing club), craft, and cultural
events (Sect. 5). The ancient remains of the cloister are valued through the creation
of cultural and didactic structures. Also, the design project involves the conversion
of the abandoned area into an urban park. The lush urban park provides the creation
of accessible paths and the conservation of the natural and archeological heritage.
The park occupies two-thirds of the twenty-two hectares of the island. The land
recovery is based on the conservation of the valuable spontaneous tree essences,
through the remediation of waste and weed vegetation. Also, the rural destination
allows the recovery of traditional horticultural and wine-growing activities. Rural
and natural paths favor the use of equipped areas as well as discourage the use of
valuable landscapes. The lowering of some walls of marginalization permits also the
creation of terraces and lookout points. In addition, the project involves the expansion
of moorings for boats and the upgrading of the infrastructure of support to boating.
The presence of a system of pedestrian crossings on mobile piers floats permits to
reach the adjacent islands, integrating them to the local public transport with the aim
of creating a nautical, agricultural, environmental, and cultural district (see Fig. 1).

5 Building Energy Retrofit

The existing buildings in the past were used as storage, warehouse, and indus-
trial construction of the arms industry active on the island until the 1950s. One
of these experimentations involved the refurbishment of some non-listed buildings
dating back to the 90s by the architects Tobia Scarpa. The interventions focus on
the demolition and reconstruction without changing the shapes and increasing the
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Fig. 1 The Certosa Island. Source GruppoSTG/VDV srl

volumes of 46 high-damaged buildings (on 67 existing constructions). The interven-
tion was based on the use of natural-based solution and recycled materials from the
existing buildings. The project provides the establishment of boating, sport, training,
craftsmanship, hospitality, and commercial, and catering activities.

5.1 BIPV Design

Since 2010, because of the need for refurbishment of the area, unusual infrastructures
for the lagoon were built notwithstanding the current regulations. With the same
approach, some buildings for boatyard were refurbished. They were of large spans
and with pitched roofs covered by terracotta tiles. The first design project provided
the installation of classic PV single-crystal silicon modules of 60 cells, equipped with
a frame, on the best sun-exposed portion of the roof (2010). This project was revised
in 2020, proposing a glass/laminated glass BIPV roof without framing systems [18].
Three innovative PV systems integrated into the roof were built, transforming over
1110 m? of opaque surfaces into an active roof using the BIPV system with colored
PV tiles. Also, it was decided that future constructions in the island should include
PV modules. The PV roofs installed were made with standard and custom modules.
Visual continuity was achieved by adding some completion tiles without silicon cells
to the custom-made PV tiles for complete architectural integration of the modules,
ensuring a homogeneous view of the roof, especially from far points of view [18].
Overall, 184 kWp of power were installed in combination with a 48 kWh storage
system (see Fig. 2).
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Fig. 2 The BIPV roof on a typical building. Source GruppoSTG/VDV stl

The PV tile is composed by double laminated glass with PV cells and polyvinyl-
butyral (PVB) solar. The front glass is a solar grade glass painted on face two with
a ceramic screen-print specifically designed for PV application and giving the terra-
cotta color, which will be permanently fixed by the glass tempering process. The
internal layer is composed by the monocrystalline PV cells incapsulated in a double
PVB solar. This material has higher light transmission than the standard PVB used
in the glass sector for favoring the energy production from the PV cells. The back
glass is also a tempered glass. This structure makes the PV tile more resistant than
single glass panels. An image of the construction phases of a BIPV roof is reported
below (see Fig. 3).

Fig. 3 Construction phases of a BIPV roof. Source GruppoSTG/VDV srl
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6 Risk—Benefit Assessment of the BIPV System

The risk-benefits assessment scheme is developed according to the standard EN-
16883:2017 [15] that presents a systematic procedure based on five-levels scale for
evaluating the energy efficiency of historic buildings through a sustainable balance
between conservation, energy performance, and human comfort issues. The standard
aims at balancing heritage conservation, energy performance, and human comfort
issues in the energy retrofit and sustainable management of historic buildings. From
this general guideline, the Working Group on “Solar Energies” of the International
Energy Agency (IEA) Task 59 developed a tabular risk—benefit scheme specifically
tailored for the implementation of renewable solar solutions in historic building
[19]. This scheme is based on the evaluation of the following categories: (i) technical
compatibility, (ii) heritage significance of the building and its settings, (iii) economic
viability, (iv) energy performances, (v) indoor environmental quality, (vi) impact on
the outdoor environment of the energy solutions, and (vii) aspect of use. According
to the standard [15], a five-level assessment scale is proposed to evaluate the solar
technology. This scale is divided high and low risks, neutral, high, and low benefits.
here, this risk—benefit scheme is applied to the evaluation of La Certosa design project.
To have a coherent, transparent, and comprehensive evaluation, the assessment scale
is defined by an interdisciplinary team composed by the experts involved in the
planning, design, and authorization processes, with the support of BIPV experts.
Table 3 shows a synthetical overview of the outcomes of this evaluation.

Overall, the PV system resulted in high technical compatibility thanks to the
selection and the installation of PV tiles and fixing systems. PV components were
produced, and the system installed according to EU regulations and specific instal-
lation guidelines. Hygrothermal, structural, fire, and efficiency reduction risks are
negligible for the above reason. There is no hygrothermal risk due to the roof system
installed, which is composed of a double layer of strips with a vapor barrier in
between. Water channels were carefully designed and fixed with brackets A drainage
system that stops the water was also included. PV tile is classified as L1B1 for
mechanical resistance, as it has passed the tests required by the UNI EN 12,600:
2004 standard, including the pendulum test. As required by current legislation, the
analysis of the fire load development on the roofs was not carried out. However,
appropriate corrections on critical points for fire resistance were made (e.g. external
direct current cable descents to buildings). The reduction efficiency risk is in line with
the premature decay standard for building materials, according to IEC 61215: 2005
and IEC 61730-2: 2012. The PV modules are equipped with fixing components,
back drains and water sealing components that allowed a complete replacement of
the tiles. Fixing and cabling systems can be easily dismounted or substituted without
any significant detrimental effect on the historical building. The PV architectural
integration follows a long design process for guarantee a low material, visual, and
spatial impact on the building and its surroundings. The roof is composed by two
parts: one pitch is covered by the original (but non-historic) brick tiles and the other
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Table 3 Risk—benefit scheme for the assessment of the BIPV system in La Certosa

Category Criteria Description
The detailed study of the system and in-
Hygrothermal risk stallation aimed at avoiding the risk of

Technical com-
patibility

Heritage signifi-
cance of the
building and its
settings

Economic via-
bility

Energy

Indoor environ-
mental (IE)
quality

Impact on the
outdoor environ-

ment

Structural risk

Reversibility

Reduction efficiency
risk

Fire safety

Design and installa-
tion

Thermal bridges

Risk of material im-
pact
Risks of visual impact

Risk of spatial impact

Capital costs
Operating costs
Economical return
Economic savings
Energy performance
and operational en-
ergy demand in terms
of primary energy rat-
ing

Life cycle energy
(LCE) demand in
terms of use of RES
and non-RES primary
energy

IE conditions suitable
for achieving good
occupant comfort lev-
els

LCE demand in terms
of greenhouse gas
emission

Natural resources
Influence on the use
and the users of the
building

condensation and water accumulation
The modules were tested for mechanical
resistance L1B1

The system can be easily dismounted due
to the snap-on module coupling systems,
which allows returning to the original lath
structure when needed

Their production performance reduces to
80% after 25 years

PV tile without frame has a higher fire
safety than a PV module with frame. The
roofing system has been designed accord-
ing to the fire prevention rules

Accurate design of the roof according to
manufactures guidelines and current
standards, and faster installation thanks to
the snap on module coupling systems
The PV roofs were designed by avoiding
thermal bridges

Reduced impact related to the coverage of
only one pitch by PV tiles

Visual compatibility of the PV tiles based
on coplanarity, total coverage of the
pitch, absence of frames, color matching,
reduction of reflectivity

No changes in the geometrical relation-
ships between the building and the sur-
roundings

PV tile: 270 € per unit, 180 €/m?

No data

No data

No data

211 MWh/anno

No data

The PV system might help to maintain a
good IE condition if connected to the
HVAC systems of these buildings

No data

No data

No influence with the usage of the build-
ing

Level

(continued)
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Table 3 (continued)
Aspects Consequences of
of use change of use
Ability of building us-
ers to manage and op- No data

No major consequences

erate control systems
Notes m =Highrisk © =Low risk O =Neutral = =Low Benefit B = High Benefit m = No data

Source: Elaboration of the authors

one is covered by the PV tiles. This approach is suggested by the Heritage Author-
ities for minimizing the losses of the original materials and the visual impact from
the public area, maintain the original aesthetic image from public views. It has also
technical and energy benefits, as the BIPV has the optimal orientation with respect
to the sun, maximizing its energy production. In addition, as a portion of the old
roofs were destroyed by a tornado, replacement and integration of the tiles were
needed. The visual integration is based on the coplanarity, compliance with the roof
lines, consistency with the roof pitch shape and dimensions, and color and reflectivity
matching. The chromatic design is particularly important for minimizing the visual
impact of the PV panels. Thanks to the colored glass, a chromatic effect similar to
terracotta color was obtained. This color is typical of the traditional roofing used
in the lagoon area and most of the northern and central Italy regions. This solution
offered a chance to refurbish the well-exposed roof pitches that resulted in complete
chromatic assonance with the surrounding buildings’ roofs and the rest of the lagoon.
PV modules were visible form the south-east side only, the side from the sea, and
brick roofing were visible from the west side only, the side close to the city. This was
a design prescription aiming at having uniform visual cones for the most important
points of view. Also, the PV panels are visible from the lagoon, as requested by the
Heritage Authority for enhancing the innovative character of the Island. This design
additionally permits a direct comparison between traditional and PV roofs, particu-
larly useful also from a didactic point of view. Thanks to its features, no changes in
the geometrical relationships between the building and the surroundings have been
create, preserving the landscape perception. No information is available about the
economic viability, apart from capital costs. The investment for the batteries, PV
panels, their installation as well as the charge controllers is 180 €/m? (considering
brackets, ducts, and drips). The energy performance of a single-colored module is of
220 W about 10% less than a usual silicon PV module. No LCA of the product has
been made. However, the circular economy is at the basis of the project; the old tiles
that were removed from the original roofs were recycled for the construction of the
new footpaths of the Island. The system was not directly managed by the users, and a
system for monitoring the electricity production is planned to be installed along with
the other smart management components connected to the island electricity district.
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7 Conclusions

This project permits to learn some lessons for BIPV application at urban and building
level. First, the public—private partnership is important for boosting the use of RES
in the territorial redevelopment of unused municipal areas projects considering the
sustainable development goals. Thank to this collaboration, the project refers to the
entire territorial area not only to specific buildings, as occurs in similar applications.
Second, the knowledge of the characters and the meanings of area, traditionally
devoted to innovation, was fundamental for developing this project. In fact, BIPV
system are visible from the ferries arrival point of view only. This was a design choice
that allowed the innovative character of the area to be emphasized with the use of
PV. The technical compatibility of BIPV systems implies the absence of structural,
hygrothermal, energy, fire, installation, and maintenance risks. Also, reversibility of
materials for bonding and mechanical fixings is a fundamental aspect for historic
buildings, to dismounting the BIPV system without damaging the original structure
[15]. Moreover, a continuous dialogue and a long-term collaboration among the
different stakeholders involved in the project (e.g. technicians from the Municipality,
designers, environment and heritage conservation bodies, RES industry) improved
advanced and coordinated studies for the energy infrastructure, mitigating the impact
RES and infrastructure on communities and landscapes. As matter of fact, a proper
and consistent design of BIPV systems that respects the heritage significance occurs
only through the collaboration of a multidisciplinary team. The collaboration with
the Heritage Authorities in the design process particularly was a strategic point for
enhancing historical sites and buildings, also protecting their heritage and natural
values. The close dialogue between the client and the designers changed the idea
of adopting standard PV elements with a frame, favoring the use of colored PV
modules without a frame. This allowed to maximize the pickling surface and therefore
the power of the system. Economic data in general are not available for privacy
policies. Similarly, environmental data (e.g. indoor environmental quality, Impact on
the outdoor environment, environmental sustainability, LCA) are rarely considered or
published in BIPV design projects. Due to its feature and to the attention of historical,
natural, environmental, and architectural data, this BIPV roof can be replicated in
further landscape contexts typical of the Italian peninsula. In this way, the solar island
is a positive example of LIPV and BIPV application in a protected area.
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Abstract When sudden-onset disasters occur in the urban Built Environment (BE),
people must quickly leave the dangerous areas to reach safety. Floods in urban
BEs surely represent a critical emergency, especially considering users who cannot
evacuate upstairs, such as those placed outdoor. Management strategies focused on
the evacuation planning could increase the users’ safety in a flexible but effective
manner. This study compares two evacuation strategies in typological BEs through
a simulation-based methodology based on the evacuation process analysis. The first
strategy considers that users leave the BE, thus moving away from the source of
danger flood. The second strategy adopts gathering areas positioned where the risk
is lower, thus sheltering-in-place for the BE users. These strategies are tested consid-
ering fluvial flood conditions in four typological BEs, characterized by different
layout in terms of streets and squares positions. The simulation-based methodology
represents pedestrian evacuation under the two considered strategies depending on
the hydrodynamic conditions of the BEs. Comparisons between evacuation time,
flows, path length and the users’ risk depending on floodwater conditions (in terms
of depth and speed) are provided. Results show that sheltering strategies can increase
the users’ safety in each typological BEs, and mainly in case of the proximity between
the square and the river. For instance, the users’ risk is generally reduced up to — 70%.
These findings suggest that effective interventions should be designed to support the
users toward “sheltering” areas, by increasing they awareness on the evacuation plan,
and implementing wayfinding signs and raised platforms in the BE.
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1 Introduction

Floods represent the most important natural hazard in terms of effects on worldwide
communities.! In the period 2015-2019, only in Italy? more than 170 different loca-
tions have been affected by floods, causing more than 60 deaths or missings, and
almost 21,000 evacuees and homeless. In this context, urban Built Environments
(BEs) represent the riskiest scenarios because of the combination between hazard
(e.g. position in flood-prone areas, such as near rivers, effects of climate changes),
physical vulnerability (e.g. narrow and complex urban fabric, poor infrastructural
measures), and exposure (e.g. urbanization/densification growth, high density of
exposed users) [1-4].

Different strategies can be applied to reduce the flood risk [5, 6]. Some of them
require permanent or long-term solutions, such as physical constructions (e.g.: dikes,
drainage and sewer system) or nature-based measures (e.g.: restoration of rivers to
their natural courses) that provide continuous protection against floods up to a given
return period. Anyway, the implementation of these structural solutions could be diffi-
cult in existing BEs because of economic factors, coordination among stakeholders,
high application impact in respect of the BEs features (i.e. in historical scenarios),
as well as their effects could be limited especially in case of extreme events [7, 8].
Non-structural solutions relating to evacuation management and planning could be
implemented in the BE to support structural measures in a flexible and effective
manner, thus allowing people to reach areas where they can wait for rescuers’ arrival
in safe conditions [6, 9—11]. In particular, considering the outdoor context (where
the majority of fatalities occur while people attempt to move in floodwaters), two
main strategies can be adopted [11-14]: users can leave the flood-prone/affected
BE (in the following, “leaving”) far from the flood wave, moving on foot or by
motor vehicles, and towards target safe havens, or they can gather inside the BE
itself (in the following, “sheltering”), especially when safe gathering areas can be
identified in outdoor areas of the BE. “Sheltering” strategies can take advantages
of gathering areas in streets and squares, also thanking to structural measures (e.g.:
raised platforms, benches and urban furniture). Users will remain here and wait for
the floodwater decrease and/or the rescuers’ arrival [13].

However, in both “leaving” and “sheltering” strategies, the evacuation process
can force people to move through areas that are deeply modified by floodwaters and
to interact with dynamic conditions that can drastically change in short times [3, 14].
Users could suffer threats because of critical local floodwater depth D [m] and speed
V [m/s] values, by: (1) losing stability (i.e. for adults having a mass per height >
50 kg*m, DV > 1.2 m/s? represents the maximum stability threshold) when physical
supports are not achievable (e.g. handrails) [15]; (2) being slowed down, thus also
increasing the exposure time in risky conditions [16].

Uhttps://iddrr.undrr.org/, last access: 09/03/2021.
2 http://polaris.irpi.cnr.it/report/last-report/, last access: 09/03/2021.


https://iddrr.undrr.org/
http://polaris.irpi.cnr.it/report/last-report/

Leaving or Sheltering? A Simulation-Based Comparison of Flood Evacuation ... 115

As pointed out by recent works [17], coupling simulation methodologies should
be encouraged to consider how users’ behavior is affected by the disaster conditions
over time and space. In the flood case, such tools should jointly represent floodwater
spreading in the BE and users’ movements along streets and squares. Each element
at risk could be then considered according to microscale approaches, to evaluate the
effectiveness of evacuation plans [11]. The influence of BE layout and features on
the flood hazard is widely demonstrated, typological BEs have been investigated to
describe hydrodynamic aspects and related BE risk-assessment models have been
developed [1, 7, 18-20]. Although many flood pedestrian evacuation simulators have
been developed [20], previous works seems to generally overlook the correlation
between the effectiveness of different evacuation strategies (i.e. “leaving”, “shelter-
ing”) and such issues, especially considering the outdoor spaces in the BE, such as
streets and squares.

In view of the above, this work aims at comparing the effectiveness of “leaving”
versus “sheltering” evacuation strategies by means of a microscale simulation-based
methodology focusing on the pedestrian evacuation process analysis. The joint eval-
uation of floodwater spreading in the BE and users’ behaviors in the evacuation is
performed by considering the BEs features in terms of urban layout, by coupling two
existing simulation tools. Thus, various typological BEs layout configurations are
tested, and the effectiveness evaluation is mainly performed considering the main
parameters affecting the users’ movement in outdoor spaces of the BE (i.e., squares
and streets).

2 Methodology

The adopted simulation approach adopts a microscopic standpoint based on the repre-
sentation of real-world behaviors in flood pedestrian evacuation depending on the
floodwater spreading in the BE (Sect. 2.1). Simulations are performed in several
typological BEs representing compact and complex urban scenarios, typical of city
centers, to test the differences between “leaving” and “sheltering” evacuation strate-
gies. A behavioral-based approach, that is assessing the impact of the strategies on
the evacuation process, is assumed to analyses the simulation results (Sect. 2.2).

2.1 Microscale Simulation Approach

The microscale approach considers the simulation of floodwater spreading in the BE,
by means of the open-source software Delft3D (version 4.03.013; www.oss.deltares.
nl/web/delft3d—Iast access: 20/03/2021). The assumed solving mesh is composed
of 1 m x 1 m cells, to ensure a detailed description of floodwater levels in outdoor
areas, by means of the floodwater depth D [m] and speed V [m/s] values over the
time. A time steps of 60 s is assumed for D and V evaluations. Building blocks
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are simulated as impermeable areas. Thus, no flood discharge can happen into the
building ground floors, increasing the effects of the floodwater spreading in outdoor
areas and so the risk for users during the evacuation process. D and V values are
then considered to represent the users” movement along squares and streets. First,
the evacuation model assumes that the users’ speed Vi [m/s] are influenced by the
local conditions of D and V values as shown by Eq. 1 [13], where g = 9.8 m/s? is
the gravitational acceleration.

Vi =05(D-V2/g+D?*/2)"" (1)

The D and V product DV [m?/s] is adopted to describe the safety threshold for
users’ stability, by considering adults’ reference values for extreme hazard [15].
Users could still move if locally DV < 1.20 m2/sor D < 1.20mor V < 3.0 m/s,
otherwise casualties occur. The evacuation model also considers that users try to move
near unmovable obstacles, such as building walls and fences, having a distance <
3.0 m, since they can look for a direct support of BE elements and well as the
floodwater speed at the street sides is lower [13]. Finally, users are not allowed to
move upstream or towards the flood flow, while evacuation paths are organized in the
model depending on the considered evacuation strategies and their related position
in the BE [11].

These modeling assumptions are included in the input setup for pedestrian evac-
uation simulation performed through the Oasys MassMotion simulator (version 9.5;
www.oasys-software.com/products/pedestrian-simulation/massmotion/, last access:
09/03/2021), which has been chosen because it allows replicating user-user interac-
tions from a microscopic standpoint, relying on the Social Force Model approach
[21].

2.2 BEs and Evacuation Analysis for Strategies Comparisons

The typological BEs considered in this study are represented in Fig. 1. They are based
on a riverine context with an orthogonal scheme for the streets network (Fig. 1a).
Then, a square, with the dimension of a building block, is introduced in different
positions depending on the distance from the river (Fig. 1b—d). In the following,
the typological BEs are named according to the code in Fig. 1. In each typological
BE, all the streets perpendicular to the river have a width of 6.0 m and a slope of
0.6%, while streets parallel to the river have a width of 4.0 m and a slope of 0.3%.
Cross-sections, the river position and direction (blue rectangle with the white arrow)
and the floodwater discharge direction (red arrow) are shown by Fig. 1.The consid-
ered BEs consider regular staggered obstacles (i.e. the building blocks) according
to previous works on flows patterns in urban scenarios [20]. They can represent a
typical Italian context exposed to significant flood risk (i.e. riverine historical BE),
in view of the significant risks for this national context shown in Sect. 1, but they
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Fig. 1 Typological BEs for evacuation simulation: the blue area is the river (flow direction by the
white arrow), which discharges floodwaters in the BE according to the red arrow. Building blocks
are grey rectangles. Gathering areas in the square for sheltering strategies are traced by the related
signs. Cross-sections are offered (vertical exaggeration of 10x)

could be also extended to similar BEs of other European contexts [22]. The modelled
riverine flood considers a 100yrs maximum flow rate of about 1150 m>/s [23] and a
time of concentration of 6 h, which can be considered as critical for the activation
of early warning systems and can increase the necessity to evaluate users’ evacua-
tion on foot in the flood-affected BEs. The riverbed has a roughness according to the
Manning’s coefficient is equal to 0.030 s/m'’3, to model natural non-vegetated condi-
tions for a straight river. Streets and squares are modelled to replicate stone paving
(0.013 s/m'”®). According to a conservative approach, peak flow conditions over the
time in the BE are retrieved by the hydrodynamics simulator and then considered to
define the DV values in evacuation simulations.

260 users are homogeneously placed outdoor, to represent users who cannot reach
abuilding and vertically evacuate. The users’ number is provided by considering low
density conditions of passers-by in urban areas (i.e. lower than 0.17 pp/m?) [24]. The
simulation time is equal to 20 min, which allows a user to walk across the whole BE
using the longest path in critical DV conditions.

The evacuation target choice by the users only depends on the evacuation strategy
(the shortest path approach is adopted). In “leaving”, users move away from the
river, since gathering areas are placed in the downstream area of the BE, that is at
the end of each perpendicular street (i.e. bottom parts of Fig. 1). Thus, each BE
has 3 gathering areas. In “sheltering”, according to the hydrodynamic simulations,
gathering areas are placed at the middle of each parallel streets, as well as in the areas
of the squares where DV < 0.6m?/s and so low hazard for the users exist (see the
gathering areas signs in Fig. 1) [15]. Building blocks protect gathering areas from
the main floodwater flows. Thus, BE B has 12 gathering areas, while the BEs C and
D have 11 gathering areas.

The following simulation results are evaluated to compare outcomes from the
considered strategies. The percentage of users arrived to a gathering area Py, [%]
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is traced depending on [11]: 1) their evacuation time, to show the evacuation curve
and to graphically assess the speediness of the process; 2) their path length PL [m],
to analyses their exposure in the BE and considering the strategy-related position of
the gathering areas.

The users’ evacuation flow F [pp/s] is calculated as the linear regression between
the 5th and the 95th percentile of users arrived to a gathering area, thus excluding
outliers in terms of initial positions or behaviors [25]. As for the evacuation curve, this
value expresses the speediness of the process as a whole. Furthermore, the users flow
F'so [pp/s] is calculated as the linear regression of the evacuation curves evaluated
between the 5th and the 50th percentile of users arrived at a gathering area. It allows
to assess if substantial differences in evacuation flows exist between the users who
arrived first at the gathering areas and the overall process (described by K). The
user’s floodwater risk-exposure DV * PL [m?/s] is calculated according Eq. 2 and
considering the farthest user from a gathering area, to trace a correlation between the
user’s path and the faced floodwater conditions. In Eq. 2, p refers to the part of the
evacuation path (a street between two crossroads) of a given length PL, in which the
given DV, conditions occur. DV, is averaged on the street length. Finally, differences
between the simulation outcomes in the two evacuation strategies are provided in
percentage terms, in reference to the “leaving” strategies as the simplest one to be
implemented in the BEs.

DV % PL = Z DV, -PL, 2)
P

3 Results

The results discussion is herein addressed by providing first an overview of the overall
differences between the two evacuation strategies, then a specific analysis focusing
on each typological BEs. Figure 2 shows the evacuation curve for the two strategies
in all the considered typological BEs, while Fig. 3 shows the related cumulative P,z
considering the related users’ path length PL.

As expected, “Sheltering” strategies result “faster” than the “leaving” ones, thus
succeeding in the overall reduction of the exposure time for the whole users’ sample,
because of the distance to be travelled is shorter, thanks to the widespread distribution
of the gathering areas in the BE. For instance, considering typological BEs A, C and
D, the median PL (that is for P = 50%) decrease from about 150 min “leaving” to
about 40 min “sheltering”, as shown by Fig. 3. Therefore, the “sheltering” strategies
can be considered as safer than the “leaving” ones because the possibility to use
long and risky paths decreases. These results are confirmed by Table 1 outcomes. In
fact, evacuation flows F' are generally higher (at least, double) in “sheltering” than in
“leaving”, while user’s floodwater risk-exposure DV * PL values in “sheltering” are
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Fig. 2 Evacuation curves as the percentage of users arrived to a safe area Pyqp [%] versus the

evacuation time. Dashed lines are for the “leaving” strategies, solid lines are for the “sheltering”
strategies. The same colors refer to the same typological BE
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Fig. 3 Cumulative percentage of users arrived at a safe area Pyuf, [%] versus their path length.
Dashed lines are for the “leaving” strategies, solid lines are for the “sheltering” strategies. The same
colors refer to the same typological BE

70% lower than those in “leaving” strategies, regardless of the specific typological
BEs.

Anyway, the layout features of each typological BE affect both PL and evacuation
time differences, especially in “sheltering”, but two groups of conditions of the
analyzed BEs can be retrieved. According to the results in Figs. 2 and 3 and Table
1, the typological BEs A, characterized by the compact layout, can be considered as
similar to those characterized by the square (C, D) within the BE (see Fig. 1). Here,
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Table 1 Characterization of the evacuation process in the typological BEs considering “leaving”
(subscript 1) and “sheltering” (subscript s) strategies, in terms of: overall users’ flow (Fj, Fy); users’
flow for the 50™ percentile of users arrived at a gathering area (Fso), Fs05); DV*PL. Related
percentage variations (Var. columns) are shown

BEs |Fi [pp/s] | Fs [pp/s] | F Var (%) | Fso; [pp/s] | Fsos [pp/s] | Fso Var (%) | DV * PL Var
(%)

A 053 1.82 + 243 0.54 1.96 + 263 -72

B 0.18 1.07 + 494 0.20 4.71 + 2255 -170

C 0.57 1.98 + 247 0.48 2.57 +435 - 173

D 057 1.98 + 247 0.66 2.84 + 330 -72

5% of the users cannot arrive to a safe area because they are placed in the street
adjacent to the river, where DV rapidly causes body instability [15]. All the other
users take advantage of the protection by the built-up areas near the river from direct
floodwater spreading within the BE. The comparison between F and F'5y. Table 1
confirms this outcome, especially in “leaving”, showing a maximum flows difference
of about 15%. These results suggest that all the users face quite similar environmental
(i.e. DV) conditions in their path, independently from their arrival time, because of
the layout effect on floodwater spreading. Adopting “sheltering” allows gaining a
similar improvement in respect to “leaving”, as shown by the F' percentage variation
(about + 250%). Anyway, the “sheltering” effectiveness seems to be higher in C,
because the square is closer to the river than in D. In C, the gathering area position
can more sensibly improve F'sy values.

The typological BE B is characterized by the risk conditions for some of the people
placed in the square and along the outcoming downstream streets. In “/eaving”, these
users and the users placed in the street adjacent to the river are significantly affected
by body stability loss phenomena causing casualties. “Sheltering” can increase the
safety of these people. Py in “sheltering” is about — 50% that the value in “leaving”
because people initially located near the square can reach the adjacent gathering
area (see Fig. 1a), which is also protected from the main floodwater stream by the
building layout (compare to Sect. 2.2). Anyway, the users initially placed along the
street perpendicular to the river on the right-side of the BE still experience instability
conditions because of the BE layout effects on floodwater spreading and critical DV
values. Finally, users who reach a safe area are slowed down by D and V conditions,
as also shown by F and F'sy values in Table 1 and evacuation curves in Fig. 2. As
expected, these effects are more critical in “leaving” because of the path length, while
“sheltering” can significantly increase users’ safety, as shown by DV *PL variation
in Table 1.
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4 Discussion

Differences between “leaving” and “sheltering” essentially rely on operational and
scenario analysis-related issues.

From an operational standpoint, “leaving” can be considered are simpler than
“sheltering”. A low number of gathering areas can be defined to boost the rescuers’
actions towards damaged population, and the same evacuation plan could be ideally
shared with a large number of users in wide urban areas [11]. From the users’ point
of view, “leaving” can be easier to direct large crowd towards the same target, thus
also rely on positive effects of group phenomena in evacuation target selection [13].

From a scenario analysis-related standpoint, either the strategies should consider
the microscale hydrodynamic analysis to define safe evacuation paths and gathering
areas. Anyway, “sheltering” seem to imply a higher level of knowledge of the BE
features affecting the floodwater spreading since the conditions of each widespread
gathering area should be analyzed in a deep way, according to a simulation-based
standpoint [20]. Gathering areas, widespread into the BE, should be placed where
limited man-floodwater interactions occur and should consider the effects of their
optimal positioning in the BE depending on the users’ evacuation safety [13, 15].
In this sense, when DV values does not allow to place the gathering area where it
is needed, structural solutions such as raised platforms, architecturally-integrated
modifications of the BE ground shape and urban furniture should be implemented to
physically separate the users from the floodwater and let them wait for the rescuers’
arrival. Beside the architectural integration of gathering areas, “sheltering” needs
tailored actions to support the users’ awareness on the evacuation plan. In addition
to communication strategies, wayfinding support could be [6]: (1) physically imple-
mented by means of signs in the urban spaces, to make people aware of BE risk
levels and safe areas position also in pre-disaster conditions; (2) provided by means
of individual support on portable devices.

Considering the tested typological riverine BEs and hydrodynamic conditions,
BEs with a compact layout (A) or with a square not close to the river (C, D) could
be take advantage of “leaving” strategy. The same users’ number can reach a safe
area, even if in a slower manner than “sheltering”. On the contrary, “sheltering” in
BEs characterized by a square close to the river (B) take advantages of multiple safe
havens, by increasing the users’ number reaching a safe area in safer conditions,
thanking shorter distances with respect to exposure values, i.e. DV.

5 Conclusions

When a flood occurs in an urban Built Environment (BE), users could be forced to
evacuate from dangerous areas because primary structural measures failures. Safety
issues are widely relevant for BE users placed outdoor, and who cannot move inside a



122 E. Quagliarini et al.

building and vertically evacuate. These people can be forced to change their behaviors
and motion features while coping with a BE scenario deeply modified by floodwaters.

This work compares two possible evacuation strategies by mean of a coupled
simulation-based method basing on a microscopic representation of the flood evacu-
ation. “Leaving” the BE is compared to “sheltering”, considering river flood occur-
ring in 4 typological BEs: the first has compact layout; the others are characterized
by the presence of a square. Findings offer solutions on how to plan gathering areas
and safety-paths for users, and show the capabilities of “sheltering” in the analyzed
contexts. In particular, considering the speediness of the evacuation process and the
possibility that people can reach a safe area, the effectiveness of “sheltering” seems
to mainly increase with the proximity of the square to the river. Anyway, future works
should extend the comparison of the evacuation strategies to other typological BEs,
as well as to other flood types, to trace common guidelines on how to promote safer
evacuation plans.

The role of structural measures to help the users during the evacuation should
be investigated, by merging evacuation strategies with support solutions for users’
stability in floods (e.g. handrails) and different wayfinding solutions (e.g. signs,
personal devices). Furthermore, the architectural implementation of raised platforms
for “sheltering” purposes should be also investigated. To this end, future efforts surely
should aim at testing those measures in real-world case-studies, by also involving
local authorities and public safety stakeholders to promote safety guidelines on
evacuation plan.
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Abstract Urban heat island (UHI) and global warming effects increase the urban
ambient temperature. During recent years, heat mitigation strategies have been imple-
mented through experiments and simulations due to the significant impacts of these
phenomena, especially on near-surface air temperature. UHI mitigation may help
cities adapt to the future effects of increasing local air temperature, which are crucial
especially in tropical cities. The impact of increasing roof albedo as a UHI mitigation
strategy coupled to roof renovation with different performance levels was evaluated
in the center of Palermo (Italy) as a case study. To this aim, ENVI-met (version 4.4.5)
was used. In addition, three different thermal transmittance scenarios and four albedo
scenarios (from 0.1 to 0.9) related to roofs were compared to simulate the efficiency
of the roofs at the peak hour on the hottest day of a typical summer heatwave in
terms of reduction in air temperature. Based on the results, changing the albedo of
the roofs in the selected area led to a decrease in air temperature. The most obvious
temperature drops of 0.37 °C were recorded in the scenario where the non-insulated
roof was applied, while it was around 0.20 °C in other scenarios. Finally, changing
roof albedo can have a limited impact on UHI if coupled with high roof thermal
resistance.

1 Introduction

Climate changes and urban development extremely intensify the Urban Heat Island
(UHI) effect [1]. UHI is a phenomenon in which the air temperatures in urban-
ized areas are elevated related to the surrounding rural areas. The UHI intensity can
become 3.5—4.5 °C higher in urban districts compared to surrounding areas and it
is assumed to increase by approximately 1 °C per decade [2]. The higher temper-
ature results in locally acute adverse human health, economic, and environmental
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impacts [3]. Cool materials can be used on buildings (walls and roofs) and pavements
which include over 60% of the urban surfaces which are considered as common UHI
mitigation strategies [4]. Moreover, using high solar reflectance and high thermal
emittance materials reduces near-surface air temperature under the sun [5]. In addi-
tion, it decreases the heat flow from the roof into the buildings during summer leading
to a reduction in energy demand [6]. Since 20-25% of urban surfaces are applied as
roof surfaces [7], the present study focused on assessing the urban temperature by
using different solar reflectance values for the roof coverings combined with the U-
value levels of different roofs by numerical simulations using the ENVI-met software
[5].

Moreover reducing thermal transmittance (U-value) of a building envelope is
needed based on the actual regulations in refurbishment renovating a roof, even with
a cool covering. In this study, the air temperature was quantified by changing the
albedos and thermal transmittance of roofs in a selected area in Palermo (Italy). In
addition, ENVI-met software was used to evaluate the efficiency of the roofs in a
typical heatwave in the Mediterranean climate.

2 State of the Art

Using cool materials on the building envelope and open spaces reflecting a significant
part of solar radiation and dissipating the heat they have absorbed through radiation
is considered as one of the effective solutions to reduce UHI [8].

Based on the literature, increasing 10% of the average urban albedo of surfaces
including walls, roofs, pavements, and roadway scan help decrease the ambient
temperature from 0.1 to 0.3 °C [9]. However, the range of reducing ambient tempera-
ture depends on many parameters such as average height of buildings [10], form [11],
local climate conditions [1], and urban geometry [6]. The results indicated that the
effectiveness of using high albedo materials is lower than that of vegetation, which
is especially related to the shade provided by trees [12]. During the recent decades,
numerical simulations by means of ENVI-met software have been conducted to find
the relationship between urban fabric and local climate parameters.

ENVI-met is a prognostic model based on fluid dynamics and thermodynamics
laws, which is widely used as an instrument to analyze microclimate and compare
the performance of different mitigation strategies [13]. Cool roofs and their consider-
able impact on lowering surface temperatures which decrease the heat gains through
the heat transfer, especially with a high U-value (less insulation level), can play
a significant role in reducing cooling energy demand [6]. Further, by considering
well-insulated layer (low U-value) the heat transfer between roof surfaces and inte-
rior of the building is very small [4]. Hence, roofs with an insulation layer and highly
reflective envelope can store heat longer and slow heat dissipation rate in indoor
buildings [14]. However, there is a growing need for numerical simulation to under-
stand the correlation between the optical properties and insulation level (U-value)
of roof coatings and analyze the impact of both insulation and cool roofs on UHI
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Table 1 Main results and input data of papers analyzing the impact of cool roofs on outdoor air
temperature at the pedestrian level

Reference | City Koppen Roof Max Ta Mean Ta Starting
classification | albedo | (°C) change (°C) | time- Total
simulation
[10] Toronto, Dfb 0.3to 0.5 0.17 (area) 9:00 p.m
Canada 0.7 24 (h)
[15] Los Csb 0.1to 0.5 0.3 (area) 4:00 a.m
Angeles, 0.4 24 (h)
USA
[16] Avola, Csa 0.3to 1.5 1 (area) 6:00 a.m
Italy 0.83 24 (h)
[6] Tehran, BSk 0.3 to Not 0.36 (area) 4:00 a.m
Iran 0.6 mentioned 17 (h)
[17] Nagpur, Aw 0.3 to Negligible | Negligible 6:00 a.m
India 0.8 24 (h)
[18] Montreal, | Dfb 0.1to 0.5 0.2 (diurnal) |4:00 a.m
Canada 0.7 24 (h)
[19] Rome, Itay | Csa 0.05t0 |14 Not Not
0.89 mentioned mentioned
[20] Rome, Itay | Csa 0,35t0 |0.1 Negligible 6:00 a.m
0.66 72 (h)
[12] Teramo, Cfa 0.3to 0.9 0.5 (area) 6:00 a.m
Italy 0.9 72 (h)
[23] Ho Chi Aw 0.1to 0.1 0.1(area) 10:00 a.m
Minh, 0.7 36 (h)
Vietnam
[11] Cuiaba, Aw 0.15t0 |3.0 0.46(area) 8:00 p.m
Brazil 0.85 48 (h)
[24] Vienna, Cfb 0.3 to 0.5 0.3(area) 4:00 a.m
Austria 0.8 24 (h)

and cooling energy demand by increasing urbanization. Table 1 indicates the most

important conducted studies on cool roofs by ENVI-met.

3 Materials and Method

3.1 Study Area

The case study is located in the historical center of Palermo, Italy (38.113° N,
13.361° E), which was selected for its dense urban morphology (Fig. 1a). Indeed,
the simulated zone is one of the most densely urban areas of Palermo. The study area
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Fig.1 aMaps (Google Earth 01/2021), b plan of the model area in ENVI-met among with receptors
location, and ¢ 3D perspective of the study area

is composed by wide concrete structures used for the sidewalks. Also, this place has
narrow streets with high buildings located in the historical part of Palermo where
represents other historical cities in Italy. According to Koppen—Geiger classification,
the climate of Palermo stands in (Csa) Hot-Summer Mediterranean climate [15]. The
average building height of the model is 9.95 m, and the highest building in the urban
context is 15 m.

3.2 Modeling Approach in ENVI-Met

The study area was built into a grid of 45 (x) x 45 (y) x 30 (z) m cells and 3 nesting
grids to each side with an equidistant horizontal resolution of 1 m. The vertical grid
cells have the same height among all implemented scenarios as a standard ENVI-met
model (2 m). In addition, it was divided into five sub-grid cells which are considered
as 0.40 m. Further, a telescopic grid was not employed.

Accordingly, the construction of buildings, surface cover, and height of buildings
for the neighborhood were estimated manually based on Google Earth imagery and
used as input data to ENVI-met. Five receptors were ins